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The right light
for all situations
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Who we are

SCHULTZ ELEKTROTECHNIK SRL was a pure production company that 
has been active on the market since it was founded in 2006. For many years, the 
company focussed exclusively on the assembly of components and products 
for SETOLITE Lichttechnik GmbH in Germany. Later cable assembly, 
switch cabinet and distributor construction and, most recently, the complete 
production of stand systems were added.

SETOLITE Lichttechnik GmbH is a manufacturer of high-quality lighting 
solutions and has also been a supplier of LED floodlights for tower cranes 
to well-known customers since 2019. For more than 20 years, SETOLITE 
Lichttechnik GmbH has been equipping armed forces with highly  
specialized lighting solutions for optimum performance in the field. 
 
Distribution in Europe is shared between the two companies:  
Western Europe is looked after by SETOLITE Lichttechnik GmbH  
(yellow), while SCHULTZ ELEKTROTECHNIK SRL (red) has taken  
over the eastern part of Europe.

SCHULTZ ELEKTROTECHNIK SRL (Romania)

SETOLITE Lichttechnik GmbH (Germany)
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LED 1 pc. CREE XPG warm + 4 pcs. XPG cool Charging time 2 h

Parameter
Warm light: low: 150 lm; middle: 320 lm; 
high: 650 lm; Cool light: flood: 120 lm; 
spot: 250 lm; Red light: ON – SOS

Usage time
Warm light: 5 h – 4 h – 2.5 h 
Cool light flood / spot: 12 h / 8 h

Battery type
1,000 mAh, 3.7 V, Li-polymer battery /  
3 x AAA alkaline battery IP X6

Input Type-C, 5 V, 1 A Weight 185 g

Size 64 x 44 x 38 mm Material ABS + PC

USB charging  
port

RECHARGEABLE
MODEL 323

LED 1 pc. CREE XPG warm + 4 pcs. XPG cool Charging time 2 h

Parameter
Warm light: low: 150 lm; middle: 320 lm; 
high: 650 lm; Cool light: flood: 120 lm; 
spot: 250l m; Red light: ON – SOS

Usage time
Warm light: 5 h – 4 h – 2.5 h 
Cool light flood / spot: 12 h / 8 h

Battery type 1,000 mAh, 3.7 V, Li-polymer battery IP X6

Input Type-C, 5 V, 1 A Weight 185 g

Size 64 x 44 x 38 mm Material ABS + PC

HYBRID
POWER

MODEL 322
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HYBRID
ULTRA LIGHT

MODEL 377

LED CREE XPG3 + XTE Hold sensor switch 2 seconds in either mode, 
blue indicator is on, gesture control Hybrid 
power design use 1 x AA alkaline or 1 x 14500 
lithium battery.

Parameter
XPG: low: 70 lm; high: 200 lm; 
XTE: low: 50 lm; high: 160 lm

Battery type 1 x AA / 1 x 14500, 3.7 V, lithium battery

Usage time
XPG: low: 5.5 h; high: 2.5 h 
XTE: low: 11 h; high: 4 h

IP X5 Low Battery Message System

Size 50.5 x 29 x 35 mm Early detection of low battery capacity by  
“Low Battery Message System“ (LBMS).  
The red indicator starts flashing at a low  
remaining capacity 20 %.

Weight 36.5 g

Material ABS + PC

LED
2 pcs. XPG 3 LED + 10 pcs. 3030SMD  
warm, 10 pcs. cool Charging time 2 h

Parameter
XPG: high: 380 lm; low: 200 lm;  
Flood cool / warm: 180 lm Usage time

XPG: high: 3 h; low: 6.5 h; 
Flood cool / warm: 3.5 h

Battery type 1,500 mAh, 3.7 V, Li-polymer battery IP X4

Input Type-C, 5 V, 1 A Weight 185 g

Size 60.5 x 41.8 x 38.5 mm Material ABS + PC

Headlights

Self capable wave 
sensing

DUAL-USE
RECHARGEABLE

MODEL 321
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DUAL-USE
MODEL 319

LED
1 pc. XPG + 10 pcs. white + 4 pcs. yellow 
+ 2 pcs. red Charging time 1 h

Parameter
XPG: high: 200 lm; low: 120 lm;  
SMD: high: 130 lm; low: 50 lm Usage time

XPG: high: 3 h; low: 6.5 h;  
SMD: high: 6 h; low: 9 h

Battery type 600 mAh, 3.7 V, Li-polymer battery IP X3

Input Type-C, 5 V, 1 A Weight 31 g

Size 48 x 36 x 30 mm Material ABS + PC

Mosquito repellent

Snap design

Easy  
disassembly

Hanging in tent 
for lighting

Adjustable 90° 
angle
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RECHARGEABLE

RECHARGEABLE

MODEL 328

MODEL 329

LED CREE XPL

Parameter 600 lm – 380 lm – 270 lm – 170 lm

Battery type 2,000 mAh, 3.7 V, 18650 lithium battery

Input 100 – 240 V, 50/60 Hz, 5 V, 1 A

Size 70.5 x 514 x 42.5 mm

Charging time 2 – 4 hours (depend on battery capacity)

Usage time 2 – 25 h

IP X4

Weight 135 g

Material Aircraft aluminium + ABS

LED CREE XPG

Parameter 400 lm – 320 lm – 140 lm – 80 lm

Battery type 850 mAh, Li-polymer battery

Input 5 V, 1 A

Size 70.5 x 514 x 42.5 mm

Charging time 1 h

Usage time 2 – 14 h

IP X4

Weight 120 g

Material Aircraft aluminium + ABS

Output Run 
time

Distance
Flood light Spot light

high 380 lm 2 h 29 m 100 m

med 270 lm 8 h 19 m 74 m

low 170 lm 14 h 14 m 46 m

eco 90 lm 25 h 9 m 30 m

brust 600 lm 1.5 h 43 m 147 m

Output Run 
time

Distance
Flood light Spot light

high 320 lm 3.5 h 37 m 96 m

med 142 lm 7 h 25 m 64 m

low 80 lm 14 h 18 m 46 m

eco 30 lm 27 h 12 m 30 m

brust 400 lm 3 h 43 m 147 m

Rotate the focusing ring counter-
clockwise to spotlight and  

clockwise to floodlight

Headlights
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Self capable wave 
sensing

CAPLIGHT

MODEL 317

LED 1 pc. XPG + COB 0.2 W

Parameter
XPG: 120 lm – COB: 100 lm 
Both on: 200 lm

Battery type 500 mAh, Li-polymer battery

Input Type-C, 5 V, 1 A

Size 64 x 40.2 x 27 mm

Usage time XPG: 3 h – COB: 4 h; Both on: 2 h

IP X4

Weight 37 g

Material ABS

Sensor 10 – 20 cm

MODEL 312 & 312COB

DUAL-USE
MODEL 314C

LED XPE LED

Parameter 100 lm

Battery type 500 mAh, 3.7 V, polymer lithium battery

Input Type-C, 5 V, 1 A

Size 61 x 42 x 13 mm

Usage time 2 h

IP X4

Weight 31 g

Material ABS

LED XPE LED 1 W COB

Parameter 120 lm 100 lm

Battery type 650 mAh, 3.7 V, polymer lithium battery 650 mAh, 3.7 V, polymer lithium battery

Input Type-C, 5 V, 1 A Type-C, 5 V, 1 A

Size 75 x 40 x 28 mm 75 x 40 x 28 mm

Charging time 1 h 1 h

Usage time 1.5 h 1.5 h

IP X4 X4

Weight 40.3 g 40.3 g

Material ABS + Aluminium ABS

Self capable wave 
sensing

Retractable  
aluminium head

Self capable wave 
sensing
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LED CREE XPG + COB Weight 62 g

Parameter
XPG: low: 60 lm; high: 300 lm; 
COB: low: 20 lm; high: 70 lm Usage time 2.5 h – 30 h

Battery type 3 x AAA alkaline battery IP X6

Size 37 x 44 x 60 mm Material TPR + ABS

LED CREE XPG Weight 19 g

Brightness 75 lm Usage time 1.5 h 

Battery type 1 x AAA alkaline battery IP X4

Size 58 x 29 x 22 mm Material ABS + aircraft aluminium pipe inside

HEAD LIGHT
EASY

ULTRA LIGHT
PORTABLE

MODEL 326

MODEL 308

Capacity display



13

HEAD LIGHT

HEAD LIGHT

HEAD LIGHT

MODEL 309

MODEL 301

MODEL 309C

LED XPE + 2 side red / white

Parameter High mode: 150 lm; low mode: 60 lm

Battery type 3 x AAA alkaline battery

Size 60 x 48 x 30 mm

Usage time
High mode: 4 h; low mode: 10 h;  
2 side white flashing: 60 h

IP X5

Weight 32 g

Material ABS

Operation High – low – 2 side flashing – OFF

LED 6 white + 2 red LED

Parameter White light: 80 lm

Battery type 3 x AAA alkaline battery

Size 72 x 50.5 x 48 mm

Usage time 16 h

IP X4

Weight 52 g

Material ABS

Operation High – low – 2 side flashing – OFF

LED 3 W COB

Parameter 130 lm

Battery type 3 x AAA alkaline battery

Size 60 x 48.5 x 38 mm

Usage time 10 h

IP X5

Weight 32 g

Material ABS

Operation ON – OFF
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IN / OUT 
charging port

Hook

LED 3030 – 0.5 W 6 pcs. warm light + 6 pcs. cool light + 3 pcs. 2835 – 0.3 W red light

Brightness Cool light / warm light: high: 200 lm; middle: 100 lm

Battery type 1 x 18650, 1,200 / 2,000 mAh, lithium battery

Input Type-C, 5 V, 1 A

Output 5 V, 1 A

Size 92 x 92 x 110 mm

Usage time Cool light / warm light: high: 4 h; middle: 8 h

IP X6

Weight 189 g

Operation Cool light: high – middle; warm light: high – middle – SOS – OFF

Impact resistance 2 m

Accessories USB-C data line

HYBRID POWER
LANTERN

MODEL 356
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MODEL 310C

CAMPING
LANTERN

LED XPG

Parameter
High mode:	 190 lm 
Middle mode:	 95 lm 
Low mode:	 40 lm

Battery type 1 x 18650, 2,000 mAh, lithium battery

Input / output 5 V, 1 A

Size 96.7 x 96.7 x 142 mm

Charging time 2.5 h

Usage time
High mode:	 3.5 h 
Middle mode:	 6 h 
Low mode:	 13 h

IP X4

Weight 320 g

Material ABS

MODEL 310M

CAMPING
LANTERN

LED CREE XPG

Parameter 120 lm

Battery type 4 x AA alkaline battery

Size 57 x 57 x 86 mm

Usage time 15 h

IP X4

Weight 180 g

Operation HIGH – MIDDLE – LOW – OFF

Accessories Hook

In-/ output Hook
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MODEL 330

HYBRID POWER
LANTERN

LED 3 x COB 6 W

Parameter
High mode:	 200 lm 
Middle mode:	100 lm 
Low mode:	 55 lm

Battery type 1 x 18650 or 2 x AA alkaline battery

Input  5 V, 1 A

Size 95 x 134 mm

Usage time
High mode:	 4 h 
Middle mode:	 6.5 h 
Low mode:	 8.5 h

IP X4

Weight 233 g

Material
Chemical resistant Anti-static Impact, 
modified PC

MODEL 379

STEPLESS DIMMING
LANTERN

LED 10 W 18,000 K + COB 5 W (R & W)

Brightness
COB: high: 260 lm, middle: 155 lm low: 80 lm;  
Side: high: 230 lm, middle: 140 lm; low: 70 lm;  
Both: high: 450 lm; middle: 270 lm, low: 138 Im

Battery type 2,000 mAh, Li-polymer battery

Input  Type-C, 5 V, 1 A

Output 5 V, 1 A

Size 85.2 x 84.2 x 20.2 mm

Usage time
COB: high: 11.5 h; middle: 13 h, low: 16.5 h;  
Side: high: 6.5 h; middle 8.5 h; low: 12 h; 
Both: high: 5 h, middle: 6 h; low: 8 h

IP X4

Weight 99.5 g

Material ABS + PC

USB charging  
port

Hook
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LED 36 pcs. white + 25 pcs. warm (SMD) Charging time 2 – 3 h

Brightness
Warm light: high: 780 lm; low: 400 lm; 
Cool light: high: 810 lm; low: 450 lm; 
Mix light: high: 820 lm; low: 580 lm;

Usage time
Warm light: high: 1 h 40 min., low: 4 h 
Cool light: high: 1 h 40 min., low: 4 h
Mix light: high: 2 h 20 min., low: 1.5 h

Battery type 2,000 mAh, 3.7 V, Li-polymer battery IP X6

Input Type-C, 5 V, 1 A Weight 186 g

Output 5 V, 1 A Material ABS + PC

Size 99.5 x 92.5 x 31.5 mm

LED
12 pcs. 2835 cool white LED + 12 pcs. 2835 warm  
white + T6 + warning light (4 red / 4 blue side LED) Usage time 4 – 40 h

Brightness
T6 low (100 lm / 40 h) – T6 high (200 lm / 20 h); 
HIGH (400 lm / 4 h) 12 pcs. on: 200 lm;  
warning light blink – SOS

IP X6

Battery type 4,000 mAh, (18650 x 2) rechargeable lithium battery Weight 264.8 g

Input Type-C, 5 V, 1 A Accessories Magnet in base

Size 111.4 x 113.2 x 34.7 mm (with holder)

POWER BANK EMERGENCY
WORKING LIGHT

SMALL FIGURE 
MAXIMUM BRIGHT

MODEL 355

MODEL 529

It can be rotated 
90°

In-/ Output
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Type-C port

Tripod hole Magnet base

MODEL 526

MODEL 527

RECHARGEABLE
PANEL LIGHT

RECHARGEABLE
PANEL LIGHT

LED 15 pcs. SMD2835, 6,500 K

Brightness 600 lm – 300 lm – 150 lm

Battery type 1 x 18650, 4,000 mAh, 3.7 V with protect

Input Type-C, 5 V, 2A

Size 114 x 113.2 x 34.7 mm

Usage time 3 – 6 – 10 h

IP X7

Weight 265 g

Accessories Magnet, USB-C data line

LED 43 pcs. SMD2835, 6,500 K

Brightness 1,000 lm – 500 lm – 250 lm

Battery type 1 x 18650, 4,000 mAh, 3.7 V with protect

Input Type-C, 5 V, 2A

Size 156 x 115.2 x 34.7 mm

Usage time 2 – 4 – 6 h

IP X7

Weight 321 g

Accessories Magnet, USB-C data line
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Type-C port

531A 531B 531

Bottom magnetCharging 
indicator switch

MODEL 531range

FLEXIBLE TOOL 
WORKING LAMP

LED XML 6,500 K 7 W COB 6,000 – 6,500 K 8 W COB 6,000 – 6,500 K

Parameter
High mode: 400 lm 
Low mode: 200 lm

High mode: 700 lm 
Low mode: 400 lm

High mode: 1.000 lm 
Low mode: 500 lm

Battery type 18650 in 2,000 mAh 18650 in 2,000 mAh 18650 in 2,000 mAh

Input 5 V, 1 A 5 V, 1 A 5 V, 1 A

Size Ø 40 x 370 mm Ø 40 x 370 mm 438 x 69 x 40 mm

Usage time 3 – 5 h 2 – 3 h 2 – 4 h

Charging time 2 – 4 h 2 – 4 h 2 – 4 h

IP X4 X4 X4

Weight 320 g 318.7 g 320 g

Material Aluminium + ABS Aluminium + ABS Aluminium + ABS

Bottom magnet
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MODEL 522

MODEL 521

MAGNET BASE
WORKING LIGHT

MAGNET BASE
PEN CLIP

LED CREE XPG3 + 3 W COB

Parameter
XPG: 180 lm – COB: 220 lm 
Red light flashing

Battery type 4 x AA alkaline battery

Size 59.5 x 189.7 x 39.8 mm

Usage time XPG: 5 h; COB: 13.5 h

IP X4

Weight 147 g

Material PC + ABS

Accessories Magnet, hook

LED CREE XPE + 15 SMD

Brightness XPE: 150 lm – SMD: 120 lm

Battery type 2 x AA alkaline battery

Size 151 x 46 x 36.5 mm

Usage time 12 h

IP X3

Weight 32 g

Operation
CREE ON – 15 SMD FULL ON –  
15 SMD LOW – OFF

Accessories Magnet, hook
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MODEL 532

HIGH
POWER

LED 10 W 18,000 K + COB 5 W (R & W)

Brightness
Main light: high: 250 lm; low: 160 lm 
COB high: 140 lm; low: 70 lm
COB red: 6 lm

Battery type 1 x 18650, 1,500 mAh, lithium battery

Input 5 V, 1 A

Size 146 x 85 x 119.5 mm

Charging time 1.5 h

Usage time
Main light: high: 2.5 h; low: 3 h 
COB high: 4.5 h; low: 10 h
COB red: 40 h

IP X4

Weight 208.8 g

Material PC + ABS

MODEL 533

USB / SOLAR
RECHARGEABLE

Charging USB / solar charging

Lumen
Main light: high: 280 lm; low: 140 lm 
Side light: cool: 650 lm; warm: 580 lm

Battery type 1,800 mAh built-in lithium battery

Size 178 x 112.5 x 85 mm

Usage time
Main light: high: 6.5 h; low: 13 h 
Side light: cool: 4 h; warm: 3.5 h

Power 3 W + 15 W

IP X4

Weight 293 g

Material ABS



24



25

MODEL 908

MODEL 523 MODEL 524

HYBRID
RECHARGEABLE

ANTI-DROP
MAGNET BASE

ANTI-DROP
MAGNET BASE

LED CREE XML-U3

Brightness
High mode:	 420 lm 
Middle mode:	210 lm 
Low mode:	 85 lm

Battery type
1 x 18650 lithium battery or 
3 x AAA alkaline battery

Size 36 x 172 mm

Usage time
High mode:	 2.5 h 
Middle mode:	 4 h 
Low mode:	 8 h

IP X4

Weight 279.5 g

LED CREE XPG + 3 W COB

Brightness
XPG: 240 lm 
COB:	 50 lm

Battery type 3 x AAA alkaline battery

Size Ø 43.5 x 140 mm

Usage time
XPG:	 9 h 
COB:	 15 h

IP X4

Weight 124 g

Accessories Magnet carrying strip

LED CREE XPG3 + 3 W COB

Brightness
XPG: 300 lm 
COB:	150 lm

Battery type 4 x AAA alkaline battery

Size Ø 62 x 216 mm

Usage time
XPG:	 6 h 
COB:	 11 h

IP X4

Weight 250 g

Accessories Magnet carrying strip

Dust-proof  
charging port
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Notes
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NEW and 
	 EXCLUSIVE

LED 18 pcs. white SMD + 3 pcs. red light + 3 pcs. green light

Brightness 200 lm

Battery type 400 mAh lithium battery

Function
White high-low, red light flashing, red mixed green light flashing, OFF 
Input: 5 V, 0.5 A, 1.5 h

Size 56 x 42 x 22 mm

Weight 26 g

IP X4

Material ABS

RON  
+ tax*37

* �Offer good while 
supplies last.

CLIP-ON Headlamp S

ULTRA LIGHT
PORTABLE CLIP LIGHT
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Piaţa Textiliştilor Nr. 17
555700 Tălmaciu, jud. Sibiu
România

Tel.: +40 269 55 55 22	

office@schultzelektrotechnik.ro
www.schultzelektrotechnik.ro
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