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| FUNCTIONALITY
  OF EACH PRODUCT

ICON OVERVIEW

For a better overview, we have developed a range of icons that help to get a quick overview of the
functionality of the individual products.

REAL lumen*
The maximum lumen measured values specified for products with the REAL Lumen (RL) quality seal are basically 
real values achieved in relation to the overall product including reflector, diffusor, etc. and not only correspond 
to the theoretical maximum values of the light source used. For this purpose, we measure appropriately labeled 
products ourselves in our in-house light laboratory under real operating conditions.

Note: 
Product descriptions and technical data, as well as availability, are subject to change without notice.

KG

Protection class  IP

Weight 

Real lumen, 
real measured light 
emission quantities*

On / Off
-

Illuminated switch

Switchable in segments

RCK – replaceable cable kit

c c

Rechargeable

Emergency light function

Flash signalling light

Dimming function

RL
*
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|   CRANEMASTER 2.0 SERIES
  FOR INSTALLATION ON CRANES AND 
  FOR ILLUMINATION OF LARGE
  CONSTRUCTION SITES

ALDEBARAN® CRANEMASTER 2.0 SERIES

Resistant SETO XPECT2 LED lens system, 
protection class I, high impact resistance IK10,
including rope safety device

Different variations: 
Type A: (with CEE plug)            Type B:   (with wiring box) 
Type C: (with Schuko plug)      Type TT: (without pülug)

Electrical data AC1350 AC2000 AC2800
Input voltage 230 / 400  V AC
Power consumption 600 W 900 W 1200 W
Photometric data
Illuminant 2 x XPECT2 LED 3 x XPECT2 LED 4 x XPECT2 LED
Luminous flux 100300 lm 150400 lm 200500 lm
Luminous flux (REAL Lumen)* 92800 lm 139170 lm 185600 lm
Colour temperature 4000 K / 6000 K
CRI >70
General data
Dimensions (L x W x H)  645 x 560 x 145 mm 620 x 625 x 145 mm 680 x 700 x 145 mm

                                                                 AC 1350 - 16.4 kg  AC 2000 - 21.5 kg           AC 2800 - 26 kg                            
 Item no.: 1443001302-A 1443001402-A                  1443001502-A 

 Item no.: 1443001302-B               1443001402-B                 1443001502-B       
  Item no.: 1443001302-C                1443001402-C                  1443001502-C            
 Item no.: 1443001302-TT             1443001402-TT               1443001502-TT

 IP66 RL
*
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//   Can be swiveled 360° with an angle scale for alignment
//   SETO IRONCORE structure for maximum resistance and security
//   SETO Trueview light color mixing guarantees an optimal view
//   Wear and maintenance-free lamps with SETO XPECT2 LED lens system 
      (effectively prevents light pollution and stray light)

ADVANTAGES

EXTERIOR ILLUMINATION
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Maintenance-free LED technology, up to 70% energy savings,
freely pivotable: 
12K (360°) / 20K (240°) / 24K  (360°) / 28K (240°)
Protection class I, impact resistance IK08, including 
rope safety device 

Different variations: 
Type A: (with CEE plug)          Type B:  (with wiring box) 
Type C: (with Schuko plug)   Type TT: (without plug)

|  CRANESTAR LED
  COST-EFFICIENT LED SPOTLIGHT 
  FOR LARGE AREA ILLUMINATION

SETO CRANESTAR SERIE 

                                            12K - 12 kg                      20K - 17 kg                      24K - 19,2 kg                  28K - 21,5 kg                                 
 Item no.: 1424000041-A              1424000042-A                1424000043-A              1424000044-A
 Item no.: 1424000041-B              1424000042-B               1424000043-B              1424000044-B
  Item no.: 1424000041-C               1424000042-C                1424000043-C              1424000044-C 
 Item no.: 1424000041-TT            1424000042-TT             1424000043-TT            1424000044-TT 

Electrical data 12K 20K 24K 28K
Input voltage 230 / 400  V AC *

Power consumption 480 W 720 W 960 W 1200 W
Photometric data
Illuminant 4 x XPECT LED 6 x XPECT LED 8 x XPECT LED 10 x XPECT LED
Luminous flux 81500 lm 123400 lm 164000 lm 203400 lm
Luminous flux 
(REAL Lumen)*

75400 lm 114200 lm 158500 lm 188300 lm

Colour temperature 5000 K
CRI >70
General data
Dimensions (L x W x H)  250 x 650 x 140 mm 380 x 650 x 140 mm 597 x  650  x 132 mm 729 x 650 x 132 mm

 * Varies depending on the model

 IP65 RL
*
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//   Wear and maintenance-free LED technology
//   SETO XPECT LED lens system to avoid scattered light and light pollution
//   Angle scale enables a targeted alignment of the floodlight
//   As much light as possible where it is needed, with as little energy as possible
//   Low weight and compact dimensions

EXTERIOR ILLUMINATION

ADVANTAGES
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SETO CRANE FRAME
Made of galvanized steel for mounting floodlights on construction 
cranes, suitable for profile diameters of 60-130 mm, for suspension,
with safety bolt. Dimensions: 700 x 1200 x 300 mm, weight: 15.6 kg
Item no.: 1410993442

SETO CRANE FRAME „SLIM“
In contrast to the usual frames, the ‚SLIM‘ version of the SETO crane
frame is particularly optimized for compact transport dimensions and 
low weight. The basic design has been retained so that it is still 
compatible with most crane types, weight: 11.6 kg
Item no.: 1410993445

SETO CRANE FRAME FOR BOOMS
The SETO CRANE FRAME for crane booms is designed in a way that it 
fits all booms of top and bottom slewing cranes from well-known 
manufacturers. Dimensions: 1199 x 768 x 143 mm, weight: 19.5 kg
Item no.: 1410993443

HOLDING FRAME FOR BOOMS
The SETO CRANE FRAME for crane booms with square profiles is specially 
designed for use on booms whose cross struts are made from square 
profiles. Dimensions: 175 x 150 x 100 mm, weight: 1.1 kg
Item no.: 1410993444

EXTENSION LINE
25 m CEE 16 A IP67,  Item no.: 1410000110        
40 m CEE 16 A IP67,  Item no.: 1410000119

| ACCESSORIES
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 Accessories 
for a perfect
assembly

9 9 
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|  V-MAG SYSTEM 
  HIGH-RESOLUTION, MODULAR LED DISPLAY     
  BOARDS FOR CONSTRUCTION CRANES

ALDEBARAN® V-MAG SYSTEM  

Displaying content in the form of: animations, images, graphics, text or 
videos. Files can be transferred and played quickly and easily via USB, a mobile 
phone app or computer via the cloud. The high-resolution LED display area 
offers good readability from almost every viewing angle with an optimal 
recognition range of up to 200 meters - day and night.

Electrical data
Input voltage 230  V AC
General data
Ambient temperature -25 °C to + 65°C
Dimensions any size in a 0.5 meter grid
Recognition distance up to 200 m

Easily controllable 
via:

Back bracket for
Suspension and lateral
Fixation

new

   Note: Please ask us specifically about this.

 IP65
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//   Constructed in a specially made aluminum high profile
//   Good readability thanks to a recognition range of up to 200 meters, day and night
//   Robust, flexible and always up to date
//   Free scalability in size
//   Long service life, IP65

EXTERIOR ILLUMINATION

ADVANTAGES
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Homogeneous illumination for corridors, 
stairwells or construction sites, 
high-performance LEDs (180 pieces per meter), 
protection class II

Item no.: 1428003001 (Snake 25 / 300)
Item no.: 1428003002 (Snake 50 / 600)

| LED SNAKE 
   MINIMIZES THE EFFORT FOR 
  TEMPORARY PATH ILLUMINATION

SETO LED SNAKE 

Electrical data SNAKE 25 / 300 SNAKE 50 / 600
Input voltage 230  V AC
Power consumption 300 W 600 W
Photometric data
Illuminant LED technology 
Luminous flux 32350 lm 64700 lm
Colour temperature 5000 K
CRI > 80
General data
Dimensions (length)  25 m 50 m

Optional: 
connection cable 1.5 m + connector item no.: 1428003020, clips item no.: 1428003021, 
T-connector item no.: 1428003022, end cap item no.: 1428003023, connection pin item no.: 1428003024

new

 IP65
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//   Extremely powerful, ideal for marking paths
//   Can be used anywhere
//   Very short setup time
//   Easy transport
//   Various fastening accessories available

EXTERIOR ILLUMINATION

ADVANTAGES



14
 

|  SETO AURORA 
  COLOURFUL HIGH-PERFORMANCE 
  SPOTLIGHTS FOR TOWER CRANES

SETO AURORA

Electrical data
Input voltage 90-240  V AC
Power consumption 168 W
Photometric data
Illuminant 9 x 15 W RGBWA
Light colour (RGBWA) Red / green / blue / white / ETC
General data
Ambient temperature -25°C to +35°C
Dimensions (L x W x H)  255 x 246 x 159.5 mm

new

Optional: WLAN Consignee item no.: 1424000340, power booster item no.: 1424000341, 
connection cable electricity (15 m) item no.: 1424000342, (20 m) item no.: 1424000343, 
connection cable data (15 m) item no.: 1424000344, (20 m) item no.: 1424000345

Free choice of colours, six light colours in one LED (RGBWA),
LED status display, DMX mode: 6 / 10 / 54 channels,
DMX functions: strobe, colour temperaturr adjustment,
Protection class I

Characteristics:
Spotlights can be extended with appropriate extensions
be connected with each other and either on
Master spotlight or via an add-on module via APP
be controlled.

Control mode: DMX 512, auto program, sound program, 
Master / slave mode

Item no.: 1424000330

 IP65 8.2 
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//   Ideal for outdoors
//   Extremely luminous and wide range of colours
//   Simple control via “master spotlight” or via free APP
//   Different beam angles and control programs to choose from

EXTERIOR ILLUMINATION

ADVANTAGES
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|  SETO GALAXIS
  COLOURFUL HIGH-PERFORMANCE 
  SPOTLIGHTS FOR TOWER CRANES

Free choice of colours, four light colours in one LED (RGBW),
LED status display, DMX mode: 4 / 6 / 8 / 40 channels,
DMX functions: strobe, colour temperaturr adjustment,
Protection class I

Characteristics:
Spotlights can be extended with appropriate extensions
be connected with each other and either on
Master spotlight or via an add-on module via APP
be controlled.

Control mode: DMX 512, auto program, sound program, 
Master / slave mode

Item no.: 1424000331

Electrical data
Input voltage 110-240  V AC
Power consumption 420 W
Photometric data
Illuminant 40 x 10 W RGBW 4in1  LED
Light colour (RGBW) Red / green / blue / white / ETC
General data
Ambient temperature -25°C to +40°C
Dimensions (L x W x H)  466 x 123 x 338 mm

new

Optional: WLAN Consignee item no.: 1424000340, power booster item no.: 1424000341, 
connection cable electricity (15 m) item no.: 1424000342, (20 m) item no.: 1424000343, 
connection cable data (15 m) item no.: 1424000344, (20 m) item no.: 1424000345

SETO GALAXIS

 IP65 12 
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//   Ideal for outdoor use (outdoor stages, parks or for special effects productions)
//   Extremely luminous and wide range of colours
//   Simple control via “master spotlight” or via free APP
//   Different beam angles and control programs to choose from

EXTERIOR ILLUMINATION

ADVANTAGES
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|  STAR SERIES
  ENERGY EFFICIENT 
  LED FLOODLIGHTS

High light output with low weight,
Single LEDs with SETO XPECT LED lens system,
360° swiveling systems (Star 120 / Star 240)
swiveling LED modules (+ / - 7.5° Star 240)

STAR 120                                           
Item no.: 1424000102 (IP54, 2.7 kg)         
Item no.: 1424000101 (IP65, 2.8 kg)  

STAR 240
Item no.: 1424000110 (IP54, 6.0 kg) 
Item no.: 1424000109 (IP65, 6.1 kg)

Electrical data STAR 120 STAR 240
Input voltage 200-277  V AC
Power consumption 120 W 240 W
Photometric data
Illuminant  LED technology
Lumninous flux 20100 lm 41300 lm
Luminous flux (REAL Lumen)* 18600 lm 38200 lm
Colour temperature 5000 K
CRI >70
Light beam angle 60 °
General data
Ambient temperature -25 °C to + 50 °C
Dimensions (L x W x H)  297 x 362 x 132 mm 342 x 362 x 132 mm
Supply line 5 m 3G1.5 H07RN-F
Plug Schuko plug 16 A / 230 V, IP54 / IP68 (depending on the model)

SETO STAR SERIES

RL
*
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//   Wear-free and maintenance-free LED illuminant. With SETO XPECT LED lens system
//   Improved thermal efficiency, so the heat development can be better controlled
//   Optimized light distribution with the desired characteristics, without reflection losses

EXTERIOR ILLUMINATION

ADVANTAGES
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Optional: DIN bolt reception item no.: 1410960004

| RAPTOR RP LED SERIES
  DESIGNED TO REPLACE ENERGY 
  EATING HALOGEN ELEMENTS 

As a replacement for halogen spotlights of up to 3000 watt 
halogen, robust SETO XPECT LED lens system, 
multi-stage adjustment mechanism for optimal alignment 
of the light angle.

Item no.: 1410000827 (RP1000 LED, IP65, 6.5 kg)
Item no.: 1410000862 (RP2000 LED, IP67, 6.5 kg)  
Item no.: 1410000864 (RP3000 LED, IP67, 7.05 kg)

Electrical data RP1000 RP2000 RP3000
Input voltage 100-240  V AC
Power consumption 160 W 150 W 220 W
Photometric data
Illuminant 2 x XPECT LED 2 x XPECT2 LED 3 x XPECT2 LED
Luminous flux 16000 lm 25200 lm 39000 lm
Luminous flux (REAL LUMEN)* 14500 lm 23500 lm 33000 lm
Colour temperature 5000 K
CRI >70
General data
Ambient temperature -40 °C to +59 °C
Dimensions (L x W x H)  272 x 340 x 142 mm 272 x 340 x 142 mm 352 x 340 x 142 mm

  Optional

ALDEBARAN® RAPTOR RP LED SERIES

RL
*
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//   Very low energy consumption
//   Maximized overall efficiency
//   Low operating temperature
//   Homogeneous light image thanks to asymmetrical XPECT LED lens system      
      (prevents unwanted stray light) 

EXTERIOR ILLUMINATION

ADVANTAGES
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ALDEBARAN® CONSTRUCTION LIGHT SYSTEM

new

| CONSTRUCTION LIGHT SYSTEM
  COMPLETE SYSTEM FOR LARGE-SCALE
  LIGHTING OF CONSTRUCTION SITES
 

High light output and type of protection (dustproof and waterproof),
segmentally switchable (180°), low weight thanks to external 
driver box, low wind load due to open design extremely robust and 
stable

SET: 
luminaire (IP67), scattering discs, driver box (IP65) + transport box,
GRP tripod with mast bolt + transport bag

Item no.: 1410001295

Electrical data
Input voltage 110 - 240 V AC
Power consumption 720  W
Photometric data
Illuminant 6 x XPECT2 LED module
Luminous flux 106000 lm
Colour temperature 5000 K
General data
Dimensions (Ø x H)  700 x 330 mm 
Tripod
Height (max.) 4.6 m

Optional: 
Lamp suspension with snap function item no.: 1410002033, Tension set item no.: 1410000548

 IP65

  Included
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COMPLETE SYSTEM

//   A complete system – luminaire, tripod and driver box
//   Less light pollution, thanks to cone-shaped construction
//   All components are shaking-free screwed
//   Tripod with integrated water level for exact leveling

ADVANTAGES
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SETO-CONNECT connector
(Screwable quick release fastener)
enables a problem-free replacement of the 
supply line without specialist personnel

With the switch box, 
you can choose between half (180°)
and full (360°) lighting level 

Power plug IP68 with connection cable

Supply line (total length: 8 meters) 

| ALDEBARAN® XLD SERIES &
  360 GRAD FLEX-C 2.0 SERIES
  WITH „CONNECT“ FEATURE
 

Dimming function

ALDEBARAN®  LUMINAIRES WITH „CONNECT“ FEATURE
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25
 

The lights of the XLD SERIES & 360 GRAD FLEX 2.0 SERIES are available with the
„CONNECT“ feature in different designs and sizes.

EXTERIOR ILLUMINATION
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WITH SUPPLY LINE BASIC
01 /  connection cable 8 m +
           plug connector (replaceable)  
03 /  power plug IP68 

Item no.: 1410001502
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WITH SUPPLY LINE SWITCH + 
SWITCHBOX IP65
01 /  connection cable 8 m +
           plug connector (replaceable)  
02 /  switchbox IP65
03 /  power plug IP68
Switchable on half side (180°)

Item no.: 1410001503

WITH SUPPLY LINE DIM + 
SWITCHBOX IP65 WITH DIMMER
01 /  connection cable 8 m +
           plug connector (replaceable)  
02 /  switchbox IP65
03 /  power plug IP68
Switchable on half side (180°)
With dimming function

Item no.: 1410001504

XLD-2C BASIC

XLD-2C SWITCH

XLD-2C DIM

01

03

01

03

02

01

03

02

ALDEBARAN® XLD-2C SERIES

 IP67 17.6 

 IP65 17.6 

 IP65 17.6 

c c

c c

c c
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Electrical data BASIC SWITCH DIM
Input voltage 100 - 240 V AC
Power consumption 560 W
Photometric data
Illuminant 8 x XPECT2 LED module
Luminous flux 90000 lm
Luminous flux (REAL LUMEN)* 80000 lm
Colour temperature 5000 K
CRI > 70
General data
Ambient temperature -40 °C to +59 °C
Dimensions (L x W x H)  650 x 650 x 290 mm

GRADE  TO 
SWITCH / DIM 
POSSIBLE 

PU GRADE  TO 
DIM 
POSSIBLE 

PU

Optional: for suspended operation „suspension set“ item no.: 1410926021

RL
*

  Included

SYSTEM
WITH CONNECT

FEATURE

EXTERIOR ILLUMINATION
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XLD-C COMPACT BASIC
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XLD-C COMPACT SWITCH

XLD-C COMPACT DIM

WITH SUPPLY LINE BASIC
01 /  connection cable 8 m +
           plug connector (replaceable)  
03 /  power plug IP68 

Item no.: 1410001602

WITH SUPPLY LINE SWITCH + 
SWITCHBOX IP65
01 /  connection cable 8 m +
           plug connector (replaceable)  
02 /  switchbox IP65
03 /  power plug IP68
Switchable on half side (180°)

Item no.: 1410001603

WITH SUPPLY LINE DIM + 
SWITCHBOX IP65 WITH DIMMER
01 /  connection cable 8 m +
           plug connector (replaceable)  
02 /  switchbox IP65
03 /  power plug IP68
Switchable on half side (180°)
With dimming function

Item no.: 1410001604

01

03

02

01

03

02

01

03

ALDEBARAN® XLD-C COMPACT SERIE

 IP67 8.5 

c c

 IP65 8.5 

c c

 IP65 8.5 

c c
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Electrical data BASIC SWITCH DIM
Input voltage 100 - 240 V AC
Power consumption 280 W
Photometric data
Illuminant 4 x XPECT2 LED module
Luminous flux 45000 lm
Luminous flux (REAL LUMEN)* 40000 lm
Colour temperature 5000 K
CRI > 70
General data
Ambient temperature -40 °C to +50 °C
Dimensions (L x W x H)  446 x 446 x 228 mm

  Optional  Included

Optional: for suspended operation „suspension set“ item no.: 1410926021,  Flexbolt Item no.: 1410960017

GRADE  TO
SWITCH / DIM 
POSSIBLE 

PU GRADE  TO 
DIM 
POSSIBLE 

PU
RL

*

SYSTEM
WITH CONNECT

FEATURE

EXTERIOR ILLUMINATION
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| XLD-C COMPACT ESSENTIAL
  RESISTANT & BRIGHT AS DAY
 

Extreme light output and extreme robustness, 
easy handling, 
attractive price-performance ratio

Item no.: 1410001596

Electrical data
Input voltage 110 - 240 V AC
Power consumption 200  W
Photometric data
Illuminant 4 x XPECT2 LED module
Luminous flux 30000 lm
Lumninous flux (REAL LUMEN)* 28000 lm
Colour temperature 5000 K
CRI >70
General data
Ambient temperature -40 °C to +59 °C
Dimensions (L x W x H)  446 x 446 x 228 mm 
Supply line 10 m H07RN-F with plug

Optional: Flex bolt item no.: 1410960017,  pre-matching discs item no.: 1410925109, 
carrying bag item no.: 1410000664

  Optional

ALDEBARAN® XLD-C COMPACT ESSENTIAL

 IP54 9 RL
*
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//   High light output, homogeneous illumination
//   Passive, wear-free cooling technology
//   Optimal handling thanks to low weight and compact dimensions
//   Overhead operation possible thanks to integrated removable bolts

EXTERIOR ILLUMINATION

ADVANTAGES
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Electrical data
Input voltage 110-240 V AC
Power consumption 500 W
Photometric data
Illuminant 4 x LED module à 125 W
Luminous flux 66000 lm
Luminous flux (REAL LUMEN)* 60000 lm
Colour temperature 5000 K
CRI > 80
General data
Ambient temperature -30 °C to +40 °C
Dimensions (L x W x H)  235 x 812 mm

| 360 GRAD FLEX-C LED 360 IP65
  ALL-ROUND LIGHTING FOR OPTIMAL 
  ILLUMINATION OF LARGE AREAS
 

WITH SUPPLY LINE + SWITCHBOX IP65

Clear lens, adjustable in several stages
01 /  connection cable 8 m + 
          plug connector (replaceable)  
02 /  switchbox IP65
03 /  power plug IP68
Switchable on half side (180°)
With dimming function

Item no.: 1410001412

Optional: Suspension set item no.: 1410926021, transport box item no.: 1410000650

01

03

02

ALDEBARAN® 360 GRAD FLEX  2.0

 IP65 18 
c c

RL
*
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//   High light output, homogeneous illumination
//   Passive, wear-free cooling technology
//   Optimal handling thanks to its low weight and compact dimensions
//   Overhead operation possible thanks to integrated change bolt

  Optional

SYSTEM
WITH CONNECT

FEATURE

EXTERIOR ILLUMINATION

ADVANTAGES
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| 360 GRAD FLEX LED. LIGHT DIRECTIONAL MODULES
  DEVELOPED FOR GLARE-FREE ILLUMINATION OF 
  CONSTRUCTION SITES
 

LIGHT DIRECTIONAL MODULES
The LIGHT-DIRECTIONAL MODULES developed by SETOLITE are mounted in front of the individual 
lighting elements of the ALDEBARAN® 360 GRAD FLEX for glare-reduced lighting of night construction 
sites, for example on motorways. As a result, a car driver can hardly see into the very bright light 
source and can therefore pass the construction site without irritation, while the construction site 
personnel can still carry out all necessary work in the illuminated work area of the construction site 
with full light output.

LIGHT DIRECTIONAL MODULES 
Disassembled (front & back)

Thanks to the light directional modules, it is no longer 
possible to look directly into the light source

Item no.: 1410001468-SET (set of 4)
Item no.: 1410001468          (1 module)

ALDEBARAN® 360 GRAD FLEX LED . LIGHT DIRECTIONAL MODULES



35
 

//   Easy to assemble
//   Resistant to shaking, vibration and shock
//   Glare-reduced illumination of night construction sites and adjacent
       Transport areas – especially on motorways

EXTERIOR ILLUMINATION

ADVANTAGES
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| REMOTE TECHNOLOGY (ART)

  MOBILE CONTROL VIA 
  TABLET / SMARTPHONE

ART +

FUNCTIONREMOTE VERSIONS

requires the presence of a
compatible tablet*/ smartphone

*   Smartphone / tablet with Apple IOS or Android operating system and Bluetooth 4.0 hardware  
   (or higher) with BT LE (Low Energy) support required.

Remote functions

FUNCTION
REMOTE VERSIONS 
(including remote package)

includes a preconfigured tablet
for controlling the REMOTE
functions. 

READY TO USE

SEGMENTAL
SWITCHING

DIM ON / OFF

-

GROUP
SWITCHING

Technology for luminaires of the series:
ALDEBARAN® 360 GRAD FLEX-C 960 2.0
ALDEBARAN® 360 GRAD FLEX-C 600 COMPACT 2.0

Item no.: 1410001421 (960 2.0 Remote)
Item no.: 1410001424 (600 COMPACT 2.0 Remote)

Item no.: 1410001422 (960 2.0 Remote + Remote package)  
Item no.: 1410001425 (600 COMPACT 2.0 Remote + Remote package)

-
-

GROUP
SWITCHING

SEGMENTAL
SWITCHING

DIM ON / OFF

DIM

DIM

-

ON / OFF

-

ON / OFF

ALDEBARAN® REMOTE TECHNOLOGY (ART)

Remote functions
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Controllable in groups

Simultaneous control of 
different luminaires

50m

Outdoor range up to 
50 meters

Controls can either take place with the help of the
ALDEBARAN® REMOTE PACKAGE (control tablet + 
cover), which is additionally available, or alternatively 
with your own smartphone / tablet, which fulfills the 
requirements.

Compatibility of third-party devices:  
Smartphones / tablets with the following 
operating system are supported

Android

Apple IOS

Rquirement software
(installed APP of the manufacturer)

EXTERIOR ILLUMINATION
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| 4000A X1 SIGNAL TRAFFIC
  MOBILE WORK LIGHT WITH 
  SIGNAL LIGHT FUNCTION

Battery-operated LED light, stepless dimming function, 
special DUAL LED arrays, white work light, 
switchable to colored flashing light (amber), 
optionally available with handle, 
wall bracket + car charger

Item no.: 1440800060

Photometric data
Illuminant DUAL LED array technology
Luminous flux (white) 100 % 
(REAL Lumen)* 

1100 lm

Luminous flux (colour) 100 % 594 nm (amber)
Lighting duration (white) High power: 3 h, low power: 19 h, flashing mode: 8 h
Colour temperature 5000 K
CRI >70
General data
Battery Li-Ion, 33 Wh
Charging time (2 A charger) 2 h
Ambient temperature -30 °C to +40 °C
Dimensions (L x W x H)  267 x 120 x 145 mm

  Optional

Optional: carrying handle item no.: 1410993424, wall bracket item no.: 1410993425, 
car cherger item no.: 49__002246   

ALDEBARAN®  4000A X1 SIGNAL TRAFFIC

 IP54 1.05 RL
*
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//   Can be switched from white work light to colored signal light
//   Light output of the work light steplessly adjustable
//   Glare-free & homogeneous light generation 
//   Various alignment options (can be used horizontally, vertically or suspended)

MOBILE ILLUMINATION

ADVANTAGES



40
 

|  CRAFTSMAN ST-200 RC
  CONVINCING IN MOBILE USE 
  BECAUSE OF ITS DIVERSITY

Battery-operated LED light with integrated handle,
long light duration, adjustable between two brightness 
levels, high impact resistance according to IK9

Item  no.: 1424000301

Electrical data
Input voltage 3.7 V DC
Power consumption 20 W
Photometric data
Illuminant LED technology
Luminous flux 2000 lm
Colour temperature 6500 K
General data
Operating time 4 h
Battery Li-Ion 3.7 V / 8800 mAh
Charging time 5 h
Dimensions (L x W x H)  146 x 128 x 326 mm

SETO CRAFTSMAN ST-200 RC

 IP66 1.1 
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//   Milky front screen made of heavy-duty plastic prevents glare
//   Built-in magnets for secure attachment to various metal surfaces
//   Robust construction, high IP density and low weight
//   With integrated handle

ADVANTAGES

MOBILE ILLUMINATION



42
 

  Optional

Integrated diffuser in the lamp head
integrated flashing and SOS function,
Different application modes: 
Hand and tripod mode

Item no.: 73__100002
Item no.: 73__100001 (with remote control)  
Item no.: 73__100006 (with 12 / 24 V car charger)

Electrical data
Input voltage 230  V AC or 12 V DC
Power consumption 43  W
Photometric data
Illuminant 30 x High Power LED
Luminous flux 100 % = 4000 lm, 8 h  /  50 %  = 2000 lm, 16 h

25%     = 1000 lm, 33 h  /   8 % = Signal, 110 h
Colour temperature 6500 K
General data
Illumination level
Without diffuser
With diffuser

1 m: 73430 lx,  3 m: 2525 lx
1 m:   1600 lx,  3 m:   246 lx

Charging time 9 h
Dimensions (L x W x H)  390 x 195 x 255 mm

Optional: Transport bag item no.: 1410000668

| POWER LED
  FOR OPTIMAL ILLUMINATION 
  OF WORKING AREAS

SETO POWER LED 

 IP54 11.8 
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//   Fully focusable 3-stage optics
//   The amount of light is adjustable from 8% (flashing mode) to 100%
//   Robust and almost maintenance-free
//   Has a swiveling multi-focus system (focused light beam or wide flood light)

MOBILE ILLUMINATION

ADVANTAGES
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| LED INSPEKTIONSLEUCHTE 2.0
  HIGH ILLUMINATION, 
  HANDY & COMPACT

Two light sources (front & head light), 
integrated dimming and emergency light function,
rechargeable, integrated capacity display, 
luminaire including charging tray 

Item no.: 30__004025

Photometric data
Illuminant LED technology
Luminous flux (REAL Lumen)* 200 lm (front LED), 1000 lm (head LED)
Lighting duration (high)
Lighting duration (low)

3 h
15 h

General data
Battery Li-Ion, 3.7 V, 5000 mAh
Charging time 6 h
Ambient temperature -10 °C to +45 °C
Dimensions (L x W x H)  215 x 55 x 35 mm

Optional: USB charger plug item no.: 1410930080, car adapter item  no.: 30__004020

Optional

SETO LED INSPEKTION LIGHT 2.0 

 IP54 0.4 RL
*

  Included

new
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//   Fold-out standing foot, extendable hanging hook & integrated magnets 
//   Charging takes place via a plug-in power supply unit, car charger or micro USB
//   Robust and versatile

ADVANTAGES

MOBILE ILLUMINATION
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| HI-LINE LED
  OPTIMAL HALL ILLUMINATION 
  WITH HIGH EFFICIENCY 
 

Glare-free light performance, can be used outdoors and indoors, 
with dimming function (1 to 10 volts), impact-resistant according 
to IK10, including mounting SET for suspension

Item no.: 1410000887 (80 W, 2.8 kg)
Item no.: 1410000829 (120 W, 4.3 kg)
Item no.: 1410000830 (150 W, 5.4 kg)        
Item no.: 1410000831 (200 W, 6.8 kg)

+

Electrical data 80 W 120 W 150 W 200 W
Input voltage 110 - 240 V AC
Power consumption 80 W 120 W 150 W 200 W
Photometric data
Illuminant SMD LED 2835
Luminous flux
(REAL Lumen)*

11000 lm 16000 lm 20700 lm 27800 lm

Colour temperature 6000 K 5000 K
General data
Ambient temperature -30 °C to +50 °C
Dimensions (L x W x H)  605 x 135 x 122 mm 905 x 135 x 110 mm 1205 x 135 x 110 mm 1505 x 135 x 110 mm

ALDEBARAN® HI-LINE LED

 IP65 RL
*
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//   High luminous efficacy with low power consumption at the same time 
//   Alternative to hall downlights thanks to special radiation characteristics
//   Robust and insensitive aluminum housing

WORK ILLUMINATION

ADVANTAGES
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|  TUBE LS24
  OPTIMAL HALL ILLUMINATION 
  WITH HIGH EFFICIENCY
 

Electrical data
Input voltage 230 V AC
Power consumption 24 W
Photometric data
Illuminant LED technology
Luminous flux (REAL Lumen)* 3000 lm
Colour temperature 5000 K
CRI >80
General data
Dimensions (Ø  x L )  40 x 1200 mm

Waterproof – protection class IP65, 
protection class I, including mounting set 
for suspension with proof of test

Item no.: 1424000320

SETO TUBE LS24

 IP65 0.7 RL
*

neu
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//   Low weight, only 700 grams
//   Easy and fast installation
//   Robust Design
//   High protection class with IP65

ADVANTAGES

WORK ILLUMINATION
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General data DISTRIBUTION BOX 
16 A / 3-6

DISTRIBUTION BOX 
32 A / 1-2-6

Equipping 3 CEE sockets 16 A 5p 400 V,
6 x Schuko plugs 16 A 250 V

2 CEE sockets 16 A 5p 400 V,
1 CEE sockets 32 A 5p 400 V,
6 x Schuko sockets 16 A 250 V

RCCB 1 RCCB 40 / 0.03 A
Circuit breaker - 2 circuit breaker 16 A 3 p-C, 

3 circuit breaker 16 A 1 p-C
Connection line 11 kVA 22 kVA

  Optional

Optional: Base frame for distributor item no.: 1410925098

|  MOBILE POWER DISTRIBUTOR
  MOBILE ENERGY FOR THE    
  CONSTRUCTION SITE USE

Mobile distributor with connection cable, 
robust and impact-proof plastic housing, stackable

Item no.: 1410003420 (Verteiler E-Box 16A / 3-6 / 10 kg)
Item no.: 1410003421 (Verteiler E-Box 32A / 1-2-6 / 8 kg)

POWER DISTRIBUTOR

 IP44
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//   Portable, light and easy to transport
//   Weight savings of 20% compared to conventional rubber distributors
//   Weather and aging resistant
//   Fully insulated

ENERGY SUPPLY

ADVANTAGES
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| CABLE REELS & EXTENSIONS
  FOR LONG OUTDOORS 
  OPERATIONS

Cable reels with Schuko sockets with hinged cover, 
thermal protection, double tube frame with handle, 
star grip brake and cable routing

Item no.: 1425000072 (K-AS 21, 7.6 kg, Ø = 320 mm)
Item no.:1425000071 (K-AS 11, 5.8 kg, Ø = 285 mm)

Extensions with Schuko plug made of rubber + 
2-way earthing system with Schuko coupling 16 A,
3-pole 230 V, made of rubber, 
3-way coupling with hinged cover

Item no.: 1432000001 (Schuko extension, 5 m)
Item no.: 1432000002 (Schuko extension, 10 m)

General data K-AS21 K-AS11
Equipping 3 Schuko sockets 16 A 3-p 230 V
Input line H07BQ-F 3G2,5 H07BQ-F 3G1,5
Dimensions (length) 40 m

General data EXTENSION SCHUKO 
5 m

EXTENSION SCHUKO 
10 m

Equipping 3-way coupling, 
Protective contact connector
16 A  3-p 230 V

Protective contact connector
16 A 3-p 230 V

Cable type H07BQ-F 3G2,5 H07BQ-F 3G1,5
Dimensions (length) 5 m 10 m

CABLE REELS & EXTENSIONS

 IP44

 IP54
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//   Portable, light and easy to transport
//   Weight savings of 20% compared to conventional rubber distributors
//   Weather and aging resistant
//   Fully insulated

ADVANTAGES

ENERGY SUPPLY
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| GRP CONSTRUCTION SITE TRIPOD
 

Air cushioning for maximum safety and ease of use, 
compact transport dimensions, adjustable feet with feed-through 
for earthing nails, including DIN spigot and anchoring set,
height max.: 3.85 m 

Item no.:1410000345 (13 kg) 

| SETO TELESCOPE 
  CONSTRUCTION SITE TRIPOD

Extremely robust and ultra-light, glass fiber reinforced plastic (GRP), 
spirit level vial and adjustable tripod legs, 
anti-trap and pull-out protection

PRO (3 segments, 17 kg)
Height max.: 4.6 m

Item no.:1410000339

  Optional

Optional: DIN mast bolt item no.: 1410960018W

TRIPOD- & MASTSYSTEMS

COMPACT (2 segments, 14.6 kg)
Height max.: 3.1 m

Item no.:1410000338 
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//   Safe and convenient operation
//   Quick assembly and disassembly, easy handling
//    Very robust and high impact resistance
//   Ideal for mobile and stationary use

ADVANTAGES

TRIPOD- & MASTSYSTEMS
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|  CONSTRUCTION SITE 
  EXTENSION ROD STAND
  FOR STABLE INSTALLATION 
  ON THE FLOOR

B

A 

D

C

In 2 selectable tripod sizes, 
mobile set-up device made of sturdy aluminum, 
maximum stability through fitting with K1 base plates, 
fixation: wing nuts made of steel

Modell 1 (32 kg)
Maximum height: 4.3 m 

Item no.: 1410000340

        Bolt 30 mm according DIN 14640
        Push rod, tubes 60 x 60 - 40 x 40 mm
        Safety bar to fix the footplates 
        Standing foot for push rod stand (900 x 800 x 1000 mm),     
        reception for rectangular tube (60 x 60 mm), 
        up to 10 foot plates K1 according to stability class up to  
        K8 according to TL97

Components

  Optional

Optional: base plate K1, 800 x 400 x 100 mm, 28 kg item no.: 1410000333

MASTSYSTEMS

Modell 2 (35 kg) 
Maximum height: 5.5 m 

Item no.: 1410000341

A
B
C
D   

A

B

C
D   
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 Tripod- &
mast systems 
for your light
equipment

57
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ALDEBARAN® CONSTRUCTION LIGHT ULTRA

|  CONSTRUCTION LIGHT ULTRA
  COMPLETE SYSTEM WITH IP67 AS 
  LARGE AREA ILLUMINATION
 

Currently the most powerful,
Mobile large-area lighting of the world. 
Extreme light performance, high protection class with IP67,
Segmentally switchable (180°), low weight thanks to
external driver box, cooling elements made of aluminum
for a low temperature inside the housing

SET: 
luminaire (IP67), driver box,
Tripod with mast bolt,
transport bag

Electrical data
Input voltage 100 - 240 V AC
Power consumption 1800  W
Photometric data
Illuminant 6 x XPECT2 LED module
Luminous flux 300000 lm
Colour temperature 5000 K
General data
Dimensions (Ø x H)  900 x 620 mm 
Tripod
Height (max.) 6 m

  Included

new
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Coming soon

COMPLETE SYSTEM



setolite.com

SETOLITE Lichttechnik GmbH
Bockhackerstr. 13
42499 Hückeswagen
Germany
Tel.: +49 21 92 936 24-0
Fax: +49 21 92 936 24-25

info@setolite.de
www.setolite.com
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