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1995   .  Foundation of SETOLITE Ltd. by Peter Schultz and Rolf Schulte

1998  .  Start of own production with the ALDEBARAN® 1000 SERIES

2000  .  Change of name to today‘s SETOLITE Lichttechnik GmbH

2006   .  Foundation of another production site 

2010   .  Overall assumption of the management by Peter Schultz

2012   .  Relocation of the headquarters from Wermelskirchen to Hückeswagen  

2016   .  Expansion of usable space at the second production site

2023   .  Completion of extension to headquarters in Hückeswagen

2025   .  Today, approximately 80 employees work for SETOLITE in a 3,500 m² facility.

30 years of SETOLITE – lighting that makes a difference

When we founded SETOLITE in 1995, we could not have predicted that we would one day be among the leading providers of mobile  
lighting solutions in Europe. Even back then, however, we were committed to developing lighting systems that 
would work even where others fail – in wind and weather, in cold, heat, off-road, at height or underground.  

Today – 30 years later – we can look back with pride on an extraordinary development:  
a two-man company has become a technology leader for professional lighting solutions. Our products are used daily by 
the police, fire brigade, THW (Federal Agency for Technical Relief ), rescue services, armed forces, railways, construction 
companies and industry. 

This is no coincidence, but the result of hard work, technical precision and a strong team – supported by our motto: Ora et 
labora (‘Pray and work’). What has always set us apart is our proximity to you – our customers, partners and users. We listen, 
we think ahead – and we develop lighting systems that not only withstand demanding applications, but also make them 
easier. Our claim remains: ‘Light where it is needed.’

This catalogue is therefore much more than a product directory – it is an expression of a shared success story and our com-
mitment to mobile, sustainable and high-performance lighting solutions made in Europe. We owe it to you that we can now 
look back on three decades of successful innovation. We would like to thank you for your trust and long-standing partnership.
Let us continue to break new ground together with light in the future.

With best regards, 
Peter Schultz & Marc Schultz 
Managing Directors – SETOLITE Lichttechnik GmbH



FUNCTIONALITY
OF INDIVIDUAL
PRODUCTS

For a better overview, we have developed a range of icons that help to gain a quick overview of the functionality 
of the individual products.

For products with the REAL Lumen (RL) quality seal, the max. Lumen measured values are basically real achieved values in relation to the total product including reflector, diffuser, 
etc. and do not only correspond to the theoretical max. values of the illuminant used. For this purpose, we measure appropriately labelled products ourselves in our in-house lighting 
laboratory under real operating conditions. 
Note: Product descriptions and technical data, as well as availability can be changed without notice. 
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Red signal light 

Dimmable light power

With remote function

Rechargeable

Powerbank function
. . .-

SOS light 

Emergency light function

++
--

Flashing function

Red SOS light

Red flashing function

Green signal light 

Blue signal lightFluorescent
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ADVANTAGES
//   Optimal lighting effect thanks to the multi-stage adjustable angle
//   Short assembly and dismantling times without a cooling phase
//   Space-saving transport thanks to the integration of drivers and power supplies
//   Up to 300% more light on the floor with less energy consumption than conventional lighting systems**** 

  |    FLEXIBLE LIGHT ALL - AROUND EFFICIENT

Flexible light all-around efficient – the new ALDEBARAN® 360 GRAD FLEX-C 2.0 SERIES offers a bit more of 
everything: more light, more flexibility, more safety. The quantum leap in the field of high-performance large-
area luminaires initiated by the ALDEBARAN® 360 GRAD FLEX SERIES is now systematically continued with the 
new 2.0 models.

The patented adjustment system makes it possible to concentrate the beam angle of the ultra-bright LED light efficiently on 
the work area and thus to work with minimal energy consumption while largely avoiding scattered light.
Thanks to the new, integrated anti-rotation protection, suspended operation is also possible without special accessories. 
The luminaire segments can be switched in pairs (180 ° / 360 °) via a switch box. The latest high-performance LEDs generate a 
gigantic luminous flux of up to 159 000 lumens – this means up to 15 000 square meters, depending on the light spot height*. 
The light intensity is steplessly dimmable. Optionally, wireless control via app is possible**. For the first time, the SETO 
CONNECT plug system is installed in the luminaires of the ALDEBARAN® 360 GRAD FLEX-C 2.0 SERIES***. Thus equipped, 
the supply line can be replaced in no time. Screw-on quick-release fasteners allow replacement even without specialist 
personnel. One person is sufficient for assembling and disassembling the luminaire thanks to the integrated receptacle for 
the common DIN bolt in a matter of seconds.

*  Values for 960 variant **      Optional SETO REMOTE technology
***   Depending on the model

****  Depending on the model, compared 
          to conventional light balloons

V E R S I O N
2.0

ALDEBARAN®
360 GRAD FLEX-C 
2.0 SERIES
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01
The individual light segments can be 
switched on or off in pairs (180 °). 
This effectively avoids unintentional 
glare (e.g. in traffic).

02
The special LED illuminants used are 
absolutely impact-resistant and do 
not require you to carry replacement 
illuminants with you. In addition, 
thanks to their compact design, the 
lights are extremely wind-resistant.

03
The lamp can be assembled and 
disassembled by just one person 
within a few minutes.

04
Space-saving transport thanks 
to unsurpassed compactness 
compared to other solutions 
(ballasts are installed in the luminaire)

05
The lights of the ALDEBARAN® 
360 GRAD FLEX-C 2.0 SERIES are 
suitable for both pole mounting 
and, thanks to the integrated hook, 
for suspended operation.

06
The control unit has an additional 
function for stepless dimming of 
the light intensity.

07
With the intelligent switch box you 
can choose between half (180 °) and 
full (360 °) lighting level.

08
Replaceable connection lines 
(depending on the model) with 
cable strain relief can be replaced 
accordingly.

09
Thanks to the screwable quick 
release fasteners, the connection 
cables can be replaced quickly and 
easily.
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2.0

02    Impact-resistant special LED 
           illuminants             

01     Variable adjustment 
           of the light segments

03   Save time by short assembly 
         and dismantle times

04   Space and weight saving 06   Stepless regulation of the 
         light power

05    Flexible at the place of action

09   SETO CONNECT SYSTEM 08    Without tools, replaceable 
         supply line

07   Switch box with segmental 180 ° 
         switching („SWITCH“ and „DIM“)
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360 GRAD FLEX-C LED 960
SUPPLY LINE DIM
Clear lens, multi-level adjustable
	› Connection cable 10 m +

	 exchangeable connector
	› Switch box IP65
	› Power plug IP68 

Half-sided switchable
Dimmable

360 GRAD FLEX-C LED 360 IP65
SUPPLY LINE DIM
Clear lens, multi-level adjustable
	› Connection cable 8 m +

	 exchangeable connector
	› Switch box IP65
	› Power plug IP68 

Half-sided switchable
Dimmable

360 GRAD FLEX-C LED 600 COMPACT 
SUPPLY LINE DIM
Milky glass lens, multi-level adjustable
	› Connection cable 8 m + 

	 exchangeable connector
	› Switch box IP65
	› Power plug IP68 

Half-sided switchable
Dimmable

360 GRAD FLEX-C LED 600 COMPACT BASIC
CONNECTION CABLE
Milky glass lens, multi-level adjustable
	› Connection cable 8 m
	› Power plug IP68

21

c c

21.0 IP54

21

c c

18,0 IP65

21

c c

14,5 IP54

11 IP54
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Electrical  data LED 960 LED 360 IP65 LED 600 COMPACT LED 600 COMPACT BASIC
Input voltage 100-240 V AC 110-240 V AC 100-240 V AC 200-240 V AC
Power consumption 960 W 500 W 600 W 480 W
Photometric data
Illuminant 4 x module à 240 W 4 x module à 125  W 4 x module à 150 W 4 x module à 120 W

Luminous flux 159  500 lm 66  000 lm 97  500 lm 46  000 lm
Luminous flux (REAL Lumen)* 145  000 lm 60  000 lm 85  000 lm 40  000 lm
Colour temperature 5 000 K
CRI > 80
General data
Ambient temperature -30 to +40 °C
Dimensions (Ø x L) 235 x 812 mm 235 x 537 mm

Item no.:     1410001411 1410001412 1410001414 1410001417

BRIGHTNESSBRIGHTNESSBRIGHTNESS BRIGHTNESS

Optional: Suspension set

Optional  
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-  17 lx with the measuring probe in a straight position
-  48 lx with the measuring probe at an angle of 45 °

Distance: 20 m
Height of the probe: 1 m
Height of the luminaire measuring point: 6 m

ALDEBARAN® 360 GRAD  
MEASURING PROBE

50% 
LOSS
LIGHT OUTPUT
& ENERGY

120 °
Beam angle

50% LOSS

LIGHT MEASUREMENT
UNDER REAL 
CONDITIONS
Extremely bright light cone when 
the lamp  is closed. Unfortunately in 
the wrong direction.

20 m

6 m

1m

6 m

1m
Strong light pollution

COMPARISON
UNDIRECTED vs. DIRECTED 
LED TECHNOLOGY
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0% 
LOSS

LIGHT OUTPUT
& ENERGY

Distance: 20 m
Height of the probe: 1 m
Height of the luminaire measuring point: 6 m

ALDEBARAN® 360 GRAD FLEX-C 960 2.0
MEASURING PROBE

-  32 lx with the measuring probe in a straight position
-  62 lx with the measuring probe at an angle of 45 °

LIGHT MEASUREMENT
  WITH THE 

360° FLEX-C 2.0
Extremely bright light cone when 

 the light is open. Without loss of light 
 output. Thanks to individual alignment 

of the LED modules, the light only 
shines where it is really needed.

20m

6m

1m

0% LOSS

120 °
Beam angle

6 m

1 m 1m

6m

No light pollution
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Controllable in groups
Simultaneous control of
several luminaires

Range in outdoor areas 
of up to 50 m

   |    CONTROL VIA SMARTPHONE OR TABLET

The ALDEBARAN® REMOTE TECHNOLOGY (ART) enables appropriately equipped ALDEBARAN® lights to be 
controlled remotely via smartphone or tablet*.

The range in the outdoor area is up to approx. 50 meters**. It is also possible to control lights in groups. The range of the 
control signal increases with each additional light, since each light also functions as a repeater for the signal. 
Almost all functions*** of the luminaire can also be operated via the app. The ALDEBARAN® REMOTE TECHNOLOGY (ART) 

also enables devices of different designs to be operated with one another and to be switched either separately or in groups 
(provided that the respective “REMOTE“ designs are involved). Lights that are equipped with REMOTE TECHNOLOGY can of 
course also be operated completely manually at any time.

* Requirement is a smartphone or tablet with Apple IOS 
  or Android operating system and Bluetooth 4.0 
  hardware (or higher) with BT LE (Low Energy) support.

** Depending on the tablet/ 
    smartphone used

*** Controllable functions depend on the respective device 
     type. For technical reasons, it is possible that functions 
     of a luminaire are only partially available via ART.

50m

ALDEBARAN®
REMOTE 
TECHNOLOGY(ART) 
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The ALDEBARAN® lights in REMOTE design can be controlled either with the help of the additionally available 
ALDEBARAN® REMOTE PACKAGE (consisting of a preconfigured control tablet + outdoor cover), or alternatively 
with your own smartphone or tablet, which meets the following requirements. 
Compatibility of third-party devices: Smartphones/tablets with the following operating systems are supported:

++

TABLET (Samsung)

Slim, elegant design 
Android 7.0, 10.1“ | 16 GB |  Wi-Fi | 
Full HD, 1080 p 
Scope of delivery:  
Charging adapter, data cable, 
quick start guide
 

1 PROTECTIVE COVER 

Equipped with an inner 
polycarbonate shell, an outer 
plastic bumper and integrated 
screen protector. Additional 
stand function, with a recess 
on the back for the camera

2 CONFIGURATION

Thanks to pre-installation, 
the tablet is immediately 
ready for use

3

ANDROID APPLE IOS REQUIREMENT SOFTWARE
(installed APP of the manufacturer)

960-2.0 REMOTE + 
REMOTE PACKAGE

1410001422 Remote version + remote package
includes a preconfigured tablet for controlling 
the REMOTE functions including a high quality 
outdoor cover. That way, the tablet is protected 
from the most adverse weather conditions and 
operational readiness is guaranteed.

600 COMPACT-2.0 REMOTE 
+ REMOTE PACKAGE

1410001425

Product Item no.: Version Function
960-2.0 REMOTE 1410001421 Remote version 

requires the presence of a compatible 
tablet/smartphone.

600 COMPACT-2.0 REMOTE 1410001424

*manual functions

*manual functions

*remote functions

on.off

on.off

on.off

on.off

*remote functions

ART
+

READY TO USE

Remote-Package
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ADVANTAGES
//   Thanks to light directional modules, direct view into the light source is no longer possible
//   Shake, vibration and shock resistant
//   Glare-reduced lighting, especially on motorways
//   Easy assembly of the individual light directional modules

  |    LIGHT DIRECTION MODULES 
       GLARE-FREE LIGHT WITH THE LIGHT DIRECTIONAL MODULES

The LIGHT DIRECTION MODULES developed by SETOLITE are mounted in front of the individual lighting 
elements of the ALDEBARAN® 360 GRAD FLEX for glare-reduced illumination of night-time construction sites, 
for example on motorways.

As a result, drivers avoid looking into the very bright light source and can therefore pass through the construction site 
without irritation, while the construction site personnel can still carry out all the necessary work in the illuminated work area 
of the construction site at full light output.

ALDEBARAN®
360° FLEX LED 
LIGHT DIRECTION MODULES
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LIGHT DIRECTIONAL MODULES DISMOUNTED 
(Front- and back side)

LIGHT DIRECTION MODULES MOUNTED
Direct view into the light source is no longer 
possible thanks to the modules

Item no.: 1410001468-SET (set of 4)
Item no.: 1410001468          (1 module)

Uniform, bright 
illumination and 

absolutely glare-free

Dismounted modules Mounted modules
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Integrated 
holding bracket

ADVANTAGES
//    Very low energy consumption
//    Maximized overall efficiency
//    Low operating temperature
//    Homogeneous light distribution via asymmetrical XPECT® LED lens system 
       (prevents unwanted scattered light)
//    No replacement of LED illuminants necessary

   |    DESIGNED TO REPLACE ENERGY-GUZZLING FLOODLIGHTS

Like the primeval Veloci-raptors, the floodlights in the ALDEBARAN® RAPTOR RP LED SERIES are among the most 
efficient representatives of their class. Designed to replace energy-guzzling, conventional halogen floodlights, 
this series embodies our combined engineering skills.

The SETO XPECT® LED lens system bundles the generated LED light and enables perfect illumination of the place of action 
thanks to a large number of specially calculated individual lenses. The radiation characteristic of the 
ALDEBARAN® RAPTOR RP LED SERIES is not only based on that of a conventional halogen floodlight, but has also been 
significantly optimised. The result speaks for itself: Continuous, even illumination of the area.

ALDEBARAN®
RAPTOR RP 
LED SERIES
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Resistant SETO XPECT® LENS OPTICS made of 
impact-resistant polycarbonate

Up to 18 high power 
LEDs per module 

together with the SETO 
XPECT® lens technology 

generate the bright and 
extremely homogeneous 

light distribution

 Comfort carrying handle 
for easy transport

Integrated 
holding bracket

Multi-level adjustment 
mechanism for optimal 
alignment of the light 
angle

Heat sink made of special 
aluminum ensures a low 
operating temperature and 
increases the service life of the 
high power LEDs

Modules have a high level of 
impact resistance according 
to IK10

High quality heat sink made of 
special aluminium

Optional: DIN bolt reception Locking bolt for easy adjustment 
of the beam angle

Optional: DIN bolt reception



18
 

SE
TO

LI
TE

Electrical data
Input voltage 100-240 V AC
Power consumption 160 W
Photometric data
Illuminant 2 x XPECT® LED modules
Luminous flux 16  000 lm
Luminous flux (REAL Lumen)* 14  500 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -40 to +59 °C
Dimensions (L x W x H) 272 x 340 x 142 mm

Energy-efficient LED floodlight 
as a replacement for 500 W halogen
SETO XPECT® LED lens system
1 module

Item no.: 1410000828

Energy-efficient LED floodlight
as a replacement for 1000 W halogen
SETO XPECT® LED lens system 
2 modules

Item no.: 1410000827

Electrical data
Input voltage 100-240 V AC
Power consumption 65 W
Photometric data
Illuminant 1 x XPECT® LED module
Luminous flux 7 000 lm
Luminous flux (REAL Lumen)* 6 300 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -40 to +59 °C
Dimensions (L x W x H) 272 x 340 x 142 mm

LED floodlights of the ALDEBARAN® RAPTOR RP LED 
SERIES are highly efficient. With higher light output, 
they significantly reduce energy consumption compared 
to conventional halogen radiators. They are particularly 
robust and impress with their long service life.

Energy-efficient LED floodlight 
as a replacement for 1500 W halogen
SETO XPECT® LED lens system
3 modules

Item no.: 1410000825

Electrical data
Input voltage 100-240 V AC
Power consumption 180 W
Photometric data
Illuminant 3 x XPECT® LED modules 
Luminous flux 20  000 lm
Luminous flux (REAL Lumen)* 18 500 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -40 to +59 °C
Dimensions (L x W x H) 352 x 340 x 142 mm

//  Colourfast
//  High temperature resistance
//  UV resistance without yellowing
//  High efficiency up to approx. 89 to 91%
//  Without birefringence

RAPTOR 
RP500 LED

RAPTOR 
RP1000 LED 

RAPTOR 
RP1500 LED 

The result speaks for itself Advantages XPECT® LENS SYSTEM

 IP65 5.5 IP65

6.5 IP65

8.8 IP65
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Energy-efficient LED floodlight 
as a replacement for 2000 W halogen
SETO XPECT®2 LED lens system 
2 modules

Item no.: 1410000862

Electrical data
Input voltage 100-240 V AC
Power consumption 150 W
Photometric data
Illuminant 2 x XPECT®2 LED modules
Luminous flux 26 000 lm
Luminous flux (REAL Lumen)* 24  300 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -40 to +59 °C
Dimensions (L x W x H) 272 x 340 x 142 mm

Energy-efficient LED floodlight 
with low voltage 12-24V
SETO XPECT®2 LED lens system 
2 modules

Item no.: 1410000852

Electrical data
Input voltage 10.5-35 V DC
Power consumption 120 W
Photometric data
Illuminant 2 x XPECT®2 LED modules
Luminous flux 18  500 lm
Luminous flux (REAL Lumen)* 17  000 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -30 to +35 °C
Dimensions (L x W x H) 272 x 340 x 142 mm

Energy-efficient LED floodlight 
as a replacement for 3000 W halogen
SETO XPECT®2 LED lens system 
3 modules

Item no.: 1410000864

Electrical data
Input voltage 100-240 V AC
Power consumption 220 W
Photometric data
Illuminant 3 x XPECT®2 LED modules
Luminous flux 41 100 lm
Luminous flux (REAL Lumen)* 35  600 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -40 to +59 °C
Dimensions (L x W x H) 352 x 340 x 142 mm

RAPTOR 
RP2000 LED

RAPTOR 
RP2000 LED 12-24V

RAPTOR 
RP3000 LED 

12-24 V

LED
2. Gen

LED
2. Gen

6.2 IP67

6.5 IP65

7.7 IP67

Li
gh
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d

LENS
LEDXPECT® LENS SYSTEM, Light is being focused
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ADVANTAGES
//   Use of energy-saving LED technology
//   Extremely homogeneous light distribution modelled on the halogen beaming with integrated bolt holder
//   Almost glare-free light without scattering losses, thanks to the SETO XPECT® LED lens technology
//   Universal usability by optional mast mounting with integrated bolt holder

   |    NO MORE TASKS WITHOUT THE RIGHT LIGHT

No more work without the right light. Efficiency and universal applicability were the basic ideas behind the 
continuous further development of the popular ALDEBARAN® RAPTOR RP LED SERIES.

In addition to the high luminous efficacy and the radiation characteristics of the RAPTOR RP LED SERIES, which are based on 
the classic halogen floodlight, the professional versions have a number of additional features: Whether the integrated bolt 
reception for quick and tool-free mast mounting or the fold-out standing foot for spontaneous installation on the floor - with 
the ALDEBARAN® RAPTOR PRO RP LED SERIES - there is no longer any task without the right light. 
The floodlights of the ALDEBARAN® RAPTOR PRO RP LED SERIES are rounded off by the practical, integrated cable rewind.

 ALDEBARAN®
RAPTOR PRO RP 
LED SERIES 
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Extremely robust SETO XPECT® LENS OPTICS 
made of impact-resistant polycarbonate 

for optimal bundling and alignment of the 
LED light generated

High quality heat sink made of special 
aluminium for low operating temperature 

and long service life

Comfortable carrying handle Snap bolts with adjustment 
mechanism

Bolt reception, 30 mm Integrated cable rewind

Comfort handle for easy 
carrying and adjustment

3 mm thick protective plate 
made of aluminium

Bolt reception for 
stand mounting

Integrated folding bracket for 
quick use of the RAPTOR 
on the floor

Multi-level adjustment 
mechanism for optimal 

alignment of the light cone

Robust standing 
foot made of 5 mm thick 

aluminium
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Item no.: 1410000860 

Energy-efficient LED floodlight 
as a replacement for 1000 W halogen
for mast mounting or 
installation on the ground 
Bolt reception
Cable rewinder
Foldable standing foot 

Energy-efficient LED floodlight 
as a replacement for 2000 W halogen
for mast mounting or 
installation on the ground
Bolt reception
Cable rewinder
Foldable standing foot

Item no.: 1410000868

Electrical data
Input voltage 100-240 V AC
Power consumption 160 W
Photometric data
Illuminant 2 x XPECT® LED modules
Luminous flux 16  000 lm
Luminous flux 
(REAL Lumen)* 

14  500 lm

Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -40 to +59 °C
Dimensions (L x W x H) 340 x 300 x 155 mm

Electrical data
Input voltage 100-240 V AC
Power consumption 150 W
Photometric data
Illuminant 2 x XPECT® 2 LED modules
Luminous flux 26 000 lm
Luminous flux 
(REAL Lumen)* 

24  300 lm

Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -40 to +59 °C
Dimensions (L x W x H) 340 x 300 x 155 mm

With the ALDEBARAN® RAPTOR PRO RP LED SERIES you 
are always optimally equipped. The fold-out standing foot, 
the integrated bolt reception and the cable rewinder that 
acts as a protective plate make this floodlight always ready 
for any use.

RAPTOR PRO RP2000 
LED 

RAPTOR PRO RP1000 
LED 

LED
2. Gen

Universally applicable

6.3 IP65

6.0 IP67
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 ALDEBARAN®
GLADIUS 
LED SERIES   

|    EFFICIENT TOOLS IN RESCUE TECHNOLOGY,      
     MORE IMPORTANT TODAY THAN EVER

The low weight of the ALDEBARAN® GLADIUS LED SERIES, its compact dimensions and practicality in use were 
already valued virtues of the short sword of the same name by the Romans.

The SETO XPECT®2 LED lens system used in the ALDEBARAN® GLADIUS LED SERIES enables both a long range for search 
operations and comprehensive illumination of the immediate vicinity – with virtually no light loss. More natural colour 
rendering and glare-free illumination even in adverse weather conditions are achieved through the use of the integrated 
SETO LifeView system, in which different light colours are mixed additively. The LED spotlight has an integrated cable 
reel for the 10-metre connection cable, an integrated carrying handle and a 30 mm DIN bolt mount on the underside.  
This makes the ALDEBARAN® GLADIUS LED SERIES a universal lighting tool and an efficient replacement for conventional 
halogen spotlights. Translated with DeepL.com (free version)

ADVANTAGES
//   Glare-free XPECT® 2 LED lens optics
//   Approximately 85% reduction in power consumption compared to a 2,000 W halogen spotlight
//   SETO LifeView colour mixing system for optimal penetration in all weather conditions
//   Long-range and short-range optics
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Electrical data 2K LED 230 V 2K LED 12/24 V
Input voltage 100-240 V AC 10,5-35 V DC
Power consumption 160 W 120 W
Photometric data
Leuchtmittel 2 x XPECT®2 LED modules
Luminous flux 28  000 lm 19  000 lm
Luminous flux 
(REAL Lumen)* 

25 900 lm 17 250 lm

Colour temperature 4  000 K / 5 700 K
Beam angle 60 ° / 25 °
General data
Ambient temperature -25 to +40 °C
Connection line/plug 10 m, H07RN-F 3G1.5/ 

Schuko IP68 blue
5 m, H07RN-F 3G1.5/ 
standard plug 12 A

Dimensions (W x H x D) 328 x 339 x 181 mm 328 x 339 x 169 mm

LED spotlights with 
2 x XPECT®2 LED modules
Replacement for
conventional halogen 
and HQI floodlights
2 light colours (ww / cw)
Additive colour mixing 
DIN bolt reception
Cable rewind

Item no.: 1410001311 
(230 V, 7,17 kg, IP65)
Item no.: 1410001312 
(12/24 V, 6 kg, IP54)

GLADIUS 
2K LED & 
2K LED 12-24 V

LED
2. Gen

LED spotlights with 
3 x XPECT®2 LED modules
Replacement for
conventional halogen 
and HQI floodlights
2 light colours (ww / cw / ww)
Additive colour mixing 
DIN bolt reception
Cable rewind

Item no.: 1410001322 
(230 V, 8.6 kg, IP65)

Electrical data 3K LED 230 V
Input voltage 100-240 V AC
Power consumption 220 W
Photometric data
Leuchtmittel 3 x XPECT®2 LED modules
Luminous flux 38 500 lm
Luminous flux 
(REAL Lumen)* 

26 300 lm

Colour temperature 4  000 K / 5 700 K / 4000 K
Beam angle 60 ° / 25 ° / 60 °
General data
Ambient temperature -25 to +40 °C
Connection line/plug 10 m, H07RN-F 3G1.5/ 

Schuko IP68 blue
Dimensions (W x H x D) 410 x 339 x 181 mm

LED
2. Gen

GLADIUS 
3K LED 

new

Including DIN bolt reception Natural colour rendering thanks 
two different light colours

Locking bolt for adjustment Cable winder
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Spiral cable 6 meter

Sturdy steel tube, 
powder-coated

Bolt reception for pin
2 Sockets 
IP68

Bolt reception DIN 30 mm  

FLOODLIGHT 
SUPPORT &
GLADIUS 2K LED

Plug IP68DIN bolt reception Socket IP68

Item no.: 1410001243 (SET)

Optimal protection, 
safe transportation
Headlamp support suitable for almost 
any tripod with two DIN bolt mounts,  
additionally equipped with two Schuko 
sockets (IP68) and six metres of spiral 
cable.

SET:
Headlight carrier
Two GLADIUS 2K LED spotlights
Cable rewind

Electrical data
Input voltage 100-240 V AC
Power consumption 320 W
Photometric data
Illuminant je 2 x XPECT® LED modules
Luminous flux 50   000 lm
Luminous flux 
(REAL Lumen)* 

46  000 lm

Colour temperature 4 000 K (60 °)/5 700 K (40 °)
CRI > 70
General data
Ambient temperature -25 to +40 °C
Dimensions (L x W x H) 675 x 250 x 410 mm

17 IP65
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|    EFFICIENT LIGHTING IN RESCUE TECHNOLOGY

The new ALDEBARAN® KATANA 2K LED is a further development based on the ALDEBARAN® GLADIUS 2K LED. Like 
its ‘brother’, the ALDEBARAN® KATANA 2K LED also has the SETO XPECT®2 LED lens system, but uses a customised 
beam pattern with narrow-beam lenses to achieve a greater range - just like its namesake, the Japanese 
longsword ‘Katana’. 

This highly developed spotlight is specially designed for search tasks that require the widest possible illumination. The 
spotlight also enables homogeneous illumination of the close-up area with virtually no spill losses. Natural colour rendering 
and optimal penetration even in adverse weather conditions are achieved by using the SETO XPECT®2 LED lens system. The 
ALDEBARAN® KATANA 2K LED has an integrated cable winder for the ten or five metre long connection cable (depending on 
the version) and an integrated carrying handle. The permanently integrated DIN bolt mount with ball joint on the underside 
allows use on a tripod and precise and flexible adjustment of the area to be illuminated. 
This makes the ALDEBARAN® KATANA 2K LED the universal lighting tool and an efficient replacement for conventional 
halogen spotlights.

 ALDEBARAN®
KATANA 2K 
LED 

ADVANTAGES
//  Glare-free XPECT®2 LED lens system for optimal penetration in all weather conditions
//   Narrow-beam lenses for maximum range and best visibility at long distances
//  Flexibly adjustable ball joint included
//  Integrated cable winder
//  Power consumption reduced by approx. 85 per cent compared to a 2 000 watt halogen floodlight
//  Low weight and compact design

new
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LED spotlight with  
DIN bolt mounting 
and flexible ball joint 
SETO XPECT®2 
Cable winder
Including ball joint

Item no.: 1441001501 
(230 V, 6,25 kg, IP65)
Item no.: 1441001520 
(12/24 V, 5,75 kg, IP54)

Electrical data 2K LED 2K LED 12/24 V
Input voltage 100-240 V AC 10.5-35 V DC
Power consumption 160 W 120 W
Photometric data
Illuminant 2 x XPECT®2 LED module
Luminous flux 21 900 lm 16 700 lm
Luminous flux
(REAL Lumen)* 

20 250 lm 15 200 lm

Colour temperature 5 000 K
CRI > 70
Beam angle 12 °
General data
Ambient temperature -40 to +50 °C
Connection line/plug 10 m, H07RN-F 3G1.5/ 

Schuko IP68 blue
5 m, H07RN-F 3G1.5/ 
standard plug 12 A

Dimensions (W x H x D) 335 x 286 x 190 mm

KATANA
2K LED

Flexible DIN bolt thanks to 
integrated ball joint

Beam pattern with narrow-beam 
lenses for a longer range

Comfortable carrying handle

Integrated carrying handle Flexible alignmentDIN bolt mount with  
flexible ball joint

Cable winder

LED
2. Gen
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|     PLEASANT WORKING LIGHT, THANKS TO THE COMBINATION OF 
      WARM AND COLD LIGHT COLOURS

The development of the ALDEBARAN® HERO® SERIES focused on two main objectives: On the one hand, maximum 
flexibility in the configuration of the desired image and, on the other, maximum possible efficiency in terms of 
light output per lumens/watts. The result is a light technology masterpiece, which rightly bears the name “HERO®“.
The individually mixable light colours ensure a pleasant working light, thanks to the combination of cold 
(5700 K) and warm (4000 K) light colours. Whether large distances or large areas, the ALDEBARAN® HERO® SYSTEM is 
always the right choice. The optimally mixable light colours ensure optimal working light. The light modules can be ordered 
with individual masts, so that almost any old system can be replaced by a “HERO®”. 

ADVANTAGES
//   Low power consumption
//   Can be adapted to your existing mast system
//   Optimal visibility in bad weather conditions, thanks to variable colour mixing (cold and warm white)
//   Revolutionary SETO XPECT®2 LED Single Lens System
//   Different beam angles for optimised light distribution can be combined

ALDEBARAN®
HERO®SERIES
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Ideal for mast systems Rotating swing systemMixable light colours,
cold and warm white

Heat sinks made of aluminium

Unlimited expandable system with enormous diversity of variants
Whether 6, 9 or 12 modules - this variable lighting system can be extended indefinitely. 

Depending on the requirements, the ALDEBARAN® HERO® is able to bridge large distances as well as illuminate large areas.
Various light colours and lens optics are available in this system.

The model configuration,
amount of modules,  
beam angle and colour 
temperature is variable 
adjustable.

Lens optics variants 
Individually adjustable

Optics 1-Wide beam 60 °
Optics 2-Deep beam 40 °
Different optical variants are available 
for selection

Light colours
Individually adjustable

Warm white-4000 K
Cool white   -5700 K
Warm and cold light colours ensure a
pleasant working light

4000 K
warm white-ww cool white-cw

5700 K

wide beam deep beam

60 ° 40 °
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Light tower system 
for large distances and wide areas
6 modules, optical variants: 60 °
Light colours: ww
System mounting: Adapter 20 mm
Electric connection: 
0.77 m H07RN-F 3G1.5

Item no.: 1410001360

Electrical data
Input voltage 100-240 V AC
Power consumption 440 W
Photometric data
Illuminant 6 x XPECT®2 LED modules
Luminous flux  (REAL Lumen)* 71  200 lm
Colour temperature 4  000 K (60 °)
CRI > 70
General data
Ambient temperature -40 to +50 °C
Dimensions (H x W x D) 495 x 290 (350) x 125 mm

Whether long distances or wide areas, the ALDEBARAN® HERO® system is always the right choice. The optional mixable light colours ensure 
optimal working light. The light modules can be ordered with individual mast mounts, so that almost every old system can be replaced by 
a “HERO®“.

Item no.: 1410001361

Electrical data
Input voltage 100-240 V AC
Power consumption 660 W
Photometric data
Illuminant 9 x XPECT®2 LED modules
Luminous flux  (REAL Lumen)* 106  800 lm
Colour temperature 4  000 K (60 °)/5 700 K (40 °)
CRI > 70
General data
Ambient temperature -40 to +50 °C
Dimensions (H x W x D) 735 x 290 (350) x 125 mm

Light tower system 
for large distances and wide areas
9 modules, optical variants: 60 ° + 40 °
Light colours: ww + cw 
System mounting: Adapter 20 mm
Electric connection:
0.77 m H07RN-F 3G1.5

Item no.: 1410001362

Electrical data
Input voltage 100-240 V AC
Power consumption 880 W
Photometric data
Illuminant 12 x XPECT®2 LED modules
Luminous flux  (REAL Lumen)* 142  200 lm
Colour temperature 4 000 K (60 °)/5 700 K (40 °)
CRI > 70
General data
Ambient temperature -40 to +50 °C
Dimensions (H x W x D) 1060 x 290 (350) x 125 mm

Light tower system 
for large distances and wide areas
12 modules, optical variants: 60 ° + 40 °
Light colours: ww + cw 
System mounting: Adapter 20 mm
Electric connection: 
0.77 m H07RN-F 3G1.5

LED
2. Gen

LED
2. Gen

LED
2. Gen

HERO®-6

HERO®-9

HERO®-12

Large area illumination

10.1 IP65

15.3 IP65

20.4 IP65
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|    COMPACT DESIGN, MAXIMUM LIGHT OUTPUT

The ALDEBARAN® HERO® SMART is the ideal solution for applications requiring high light output in confined 
spaces. With its particularly lightweight and compact design, the system is ideal for use on vehicles as well as 
on smaller and mobile mast systems.

The flexibly configurable beam characteristics, combined with individually selectable light colours (cool and 
warm white), ensure optimal adaptation to a wide range of application scenarios – from large-area illumination 
to targeted long-range effects. The proven modular concept of the HERO® series has been retained in the  
HERO® SMART: robust construction, weather-resistant components and lighting technology that is characterised by high 
efficiency and low scatter loss. ALDEBARAN® HERO® SMART – powerful, versatile, space-saving.

ADVANTAGES
//   Low power consumption
//   Selectable colour mixing of LED light
//   Revolutionary SETO LED single lens system 
//   Various beam angles can be combined for optimised light distribution
//   Minimal space requirements thanks to compact design

ALDEBARAN®
HERO®
SMART 

new
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Small LED powerhouse 
Efficient, compact and  
powerful
Low power consumption 
Protection class III
System mounting: 20 mm adapter 
Electrical connection: 
1 m H07RN-F 2x1.5 
Amphenol plug, 4-pin, straight

Item no.: 1440300101-L / -R
Teksam recording (W = 237 mm) 
Item no.: 1440300104-L / -R 
Fireco recording    (W = 252 mm)

HERO® 
SMART-1

Electrical data
Input voltage 10-32 V DC
Power consumption 50 W
Photometric data
Illuminant 1 x LED module
Luminous flux 6  500 lm 
Luminous flux (REAL Lumen)* 5 000 K
CRI > 70
Beam angle 60 ° 
General data
Ambient temperature -25 to +40 °C

Dimensions without mount (W x H x D) 175 x 145 x 133 mm

2,8 IP65

Electrical data
Input voltage 10-32 V DC
Power consumption 100 W
Photometric data
Illuminant 2 x LED modules
Luminous flux 130  000 lm 
Luminous flux (REAL Lumen)* 5 000 K
CRI > 70
Beam angle 25 / 60 ° 
General data
Ambient temperature -25 to +40 °C
Dimensions without mount (W x H x D) 175 x 275 x 133 mm

4,7 IP65Small LED powerhouse 
Efficient, compact and  
powerful
Low power consumption 
Protection class III
System mounting: 20 mm adapter 
Electrical connection: 
1 m H07RN-F 2x1.5 
Amphenol plug, 4-pin, straight

Item no.: 1440300102-L / -R
Teksam recording (W = 237 mm)  
Item no.: 1440300105-L / -R
Fireco recording    (W = 252 mm)

HERO® 
SMART-2

High-quality heat sink made 
of special aluminium for low 
operating temperatures

Various sizesConnection on the rear panel Individual mast measurements
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   |    ENORMOUS LIGHT PERFORMANCE, HIGHEST ENERGY EFFICIENCY
        AND THE AVOIDANCE OF SCATTERED LIGHT

The ALDEBARAN® CRANEMASTER 2.0 SERIES is designed specifically for the installation on tower cranes and for 
the illumination of large construction sites and literally overshadows maintenance-intensive halogen and HQI 
solutions. 

Depending on the environmental conditions, energy savings of up to 70% can be achieved. Thanks to the SETO XPECT®2 
lens technology, the light is emitted specifically to the areas of demand and at the same time the unwanted and energy-
consuming spread of inefficient scattered light is contained. Weather-related, poor visibility is counteracted by the SETO 
TRUEVIEW technology. Various light colours are combined in such a way as to ensure an optimal penetration of atmospheric 
disturbances, e.g. nebulae. The wear-free and maintenance-free LED technology does not require any active cooling 
components, which ensures maximum efficiency and reliability. Due to the indestructible SETO IRONCORE design, the safe 
use in construction is permanently ensured.

ADVANTAGES
//   Up to 7% energy savings compared to the 2,000 Watts HQI spotlight
//   Wear- and maintenance-free lamps with SETO XPECT®2 LED lens system
//   SETO TRUEVIEW Light colour mixture guarantees an optimal view
//   Various crane frames optional for safe installation

ALDEBARAN®
CRANEMASTER
LED SERIES 2.0
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Immediately usable without 
wiring effort

Rope protection with carabiner 
hook for hanging on the crane 
bracket

Angle adjustment, 
360 ° swivelable with angle 
scale to alignment

Specially for mounting on cranes
and for area illumination
2 modules
Light colour mixture
360 ° pivoting - 7.5 ° steps with fine scale 
Protection class I, impact resistance IK10 
Including rope safety device

Item no.: 1443001302-A
Item no.: 1443001302-B
Item no.: 1443001302-C
Item no.: 1443001302-TT

Electrical data
Input voltage 400 V AC
Power consumption 600 W
Photometric data
Illuminant 2 x XPECT®2 LED modules
Luminous flux 100  300 lm
Luminous flux (REAL Lumen)* 92  800 lm
Colour temperature 4 000 K/6 000 K
CRI > 70
General data
Ambient temperature -30 to +40 °C
Dimensions (L x W x H) 550 x 645 x 145 mm

Specially for mounting on cranes  
and for area illumination
4 modules
Light colour mixture
360 ° pivoting - 7.5 ° steps with fine scale 
Protection class I, impact resistance IK10 
Including rope safety device

Item no.: 1443001502-A
Item no.: 1443001502-B
Item no.: 1443001502-C
Item no.: 1443001502-TT

Electrical data
Input voltage 400 V AC
Power consumption 1200 W
Photometric data
Illuminant 4 x XPECT®2 LED modules
Luminous flux 200  500 lm
Luminous flux (REAL Lumen)*  185  600 lm
Colour temperature 4 000 K/6 000 K
CRI > 70
General data
Ambient temperature -30 to +40 °C
Dimensions (L x W x H) 730 x 645 x 145 mm

CRANEMASTER
AC1350 LED

CRANEMASTER
AC2800 LED 

Specially for mounting on cranes 
and for area illumination
3 modules
Light colour mixture
360 ° pivoting - 7.5 ° steps with fine scale 
Protection class I, impact resistance IK10
Including rope safety device

Item no.: 1443001402-A
Item no.: 1443001402-B
Item no.: 1443001402-C
Item no.: 1443001402-TT

CRANEMASTER
AC2000 LED

Electrical data
Input voltage 400 V AC
Power consumption 900 W
Photometric data
Illuminant 3 x XPECT®2 LED modules
Luminous flux 150   400 lm

Luminous flux (REAL Lumen)* 139  170 lm

Colour temperature 4 000 K/6 000 K
CRI > 70
General data
Ambient temperature -30 to +40 °C
Dimensions (L x W x H) 625 x 645 x 145 mm

Type A:   Plug CEE 16A 3P+N+PE, 230/400 V
Type B:   Wiring box 3P+N+PE, 230/400 V
Type C:   Plug Schuko 16 A, 230 V
Type TT: Without plug, 3P+PE, 400 V

LED
2. Gen

LED
2. Gen

LED
2. Gen

16.4 IP66

21.5 IP66

27 IP66

Various crane frames for safe  
assembly

Optional: Various crane frames for the ALDEBARAN® CRANEMASTER LED SERIES 2.0 available as accessories.
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|    ESPECIALLY FOR ILLUMINATING LARGE AREAS AND 
     AS A SUBSTITUTE FOR HQI EMITTERS ON CRANES

With the SETO CRANESTAR SERIES, retrofitting and replacing the lighting on construction cranes to
state-of-the-art LED technology is possible cost-effectively. The focus of the concept was on the essentials: 

As much light as possible where it is needed, with as little energy as possible – in quality suitable for construction sites. 
The result is a spotlight with no compromises and clever details. The CRANESTAR takes over the fall protection known 
from the ALDEBARAN® CRANEMASTER SERIES, on which the floodlight can also be conveniently erected. An angle scale 
enables the targeted alignment of the spotlight. And thanks to its high impact resistance and water resistance, it defies 
adverse environments with ease. The efficiency-enhancing LED lens technology avoids unwanted stray light and thanks 
to its intelligent design, a very low weight and compact dimensions are achieved, which also benefits logistics.

ADVANTAGES
//   Wear- and maintenance-free LED technology
//   SETO XPECT® LED lens system to avoid stray light and light pollution
//   Angle scale allows a targeted alignment of the steel
//   Low weight and compact dimensions
//   Various crane frames optional for safe installation

SETO
CRANESTAR
LED SERIES
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Cost-effective LED spotlight for
Large-area lighting, 4 modules
Free swivelling system: 
360 ° pivoting-8 ° steps 
Protection class I, impact resistance IK08
Including rope safety device

Item no.: 1424000041-A
Item no.: 1424000041-B
Item no.: 1424000041-C
Item no.: 1424000041-TT

Electrical data
Input voltage 230/400 V AC
Power consumption 480 W
Photometric data
Illuminant 4 x XPECT® LED modules

Luminous flux 88  100 lm

Luminous flux (REAL Lumen)* 81 500 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -30 to +50 °C
Dimensions (L x W x H) 250 x 650 x 140 mm

CRANESTAR
12K LED

Cost-effective LED spotlight for
Large-area lighting, 10 modules
Free swivelling system: 
240 ° pivoting-8 ° steps
Protection class, impact resistance IK08
Including rope safety device

Item no.: 1424000044-A
Item no.: 1424000044-B
Item no.: 1424000044-C
Item no.: 1424000044-TT

Electrical data
Input voltage 230/400 V AC
Power consumption 1200 W
Photometric data
Illuminant 10 x XPECT® LED modules
Luminous flux 220  200 lm
Luminous flux (REAL Lumen)* 203  700 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -30 to +40 °C
Dimensions (L x W x H) 729 x 650 x 140 mm

Cost-effective LED spotlight for
Large-area lighting, 6 modules 
Free swivelling system: 
240 ° pivoting-8 ° steps
Protection class I, impact resistance IK08 
Including rope safety device

Item no.: 1424000042-A
Item no.: 1424000042-B
Item no.: 1424000042-C
Item no.: 1424000042-TT 

Electrical data
Input voltage 230/400 V AC
Power consumption 720 W
Photometric data
Illuminant 6 x XPECT® LED modules
Luminous flux 132  100 lm
Luminous flux (REAL Lumen)* 122   200 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -30 to +50 °C
Dimensions (L x W x H) 380 x 650 x 140 mm

CRANESTAR
20K LED

Type A:   Plug CEE 16A 3P+N+PE, 230/400 V
Type B:   Wiring box 3P+N+PE, 230/400 V
Type C:   Plug Schuko 16 A, 230 V
Type TT: Without plug, 3P+PE, 400 V

Cost-effective LED spotlight for
Large-area lighting, 8 modules 
Free swivelling system: 
360 ° pivoting-8 ° steps 
Protection class I, impact resistance IK08 
Including rope safety device

Item no.: 1424000043-A
Item no.: 1424000043-B
Item no.: 1424000043-C
Item no.: 1424000043-TT

Electrical data
Input voltage 230/400 V AC
Power consumption 960 W
Photometric data
Illuminant 8 x XPECT® LED modules
Luminous flux 176  200 lm
Luminous flux (REAL Lumen)* 163  000 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -30 to +40 °C
Dimensions (L x W x H) 597 x 650 x 132 mm

CRANESTAR
24K LED
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CRANESTAR
28K LED

12 IP65

17 IP65

22 IP65

25 IP65

Optional: Various crane frames for the SETO CRANESTAR LED SERIES available as accessories.
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   |    EXTREME LIGHT OUTPUT UNDER EXTREME CONDITIONS

Extreme conditions and requirements were the basic ideas behind the development of the 
ALDEBARAN® XLD-2C SERIES.

Whether you prefer extreme light output, extremely fast installation and dismantling or extreme cost-effectiveness in 
procurement and operation, the ALDEBARAN® XLD-2C SERIES meets all these requirements with brilliance. The fanless 
and wear-free high-performance LED modules are equipped with the SETO XPECT®2 LED lens system and thus ensure that 
you have optimally distributed, homogeneous light in every situation. Functions such as segment-by-segment 180 ° circuitry 
and stepless dimming are also available for demanding lighting situations*.  

The included diffusors enable the safety-relevant glare freedom to be ensured even at the smallest working distances.

ADVANTAGES
//   Extreme light output
//   Interchangeable connection cables
//   Projection discs for homogeneous close-up illumination
//   Extremely short set-up/decommissioning times
//   SETO XPECT®2 optical LED lens system
//   Passive, wear-free cooling technology

*Additional functions depending on the model

ALDEBARAN®
XLD-2C SERIES
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Connection Plug IP68 Switch box with illuminated 
push buttons for better recognition
in dark environments

Attachment ring for suspension

Integrated bolt holder for a 
fast and tool-free mast assembly

High-performance LED modules
LED lens system of the 2. generation

Powerful electronics is supported by a two-chamber 
system and protected by a robust housing 

made of aluminum and nylon

Pre-mounting discs for
glare-free illumination at close range

Ergonomic handle

Waterproof connector protects
from dirt, dust and moisture

CONNECT SYSTEM for quick 
replacement of the supply line

Integrated carrying handle

*Additional functions depending on the model
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Flexible connection system: The three model variants differ by the selected supply cable. The switching possibilities of the models depend 
on the optional supply lines and switch boxes. The supply lines can be exchanged within a few seconds via a quick-release fastener system. 
Note: All connecting cables (for XLD-2C and XLD-C COMPACT) are interchangeable and available as spare parts.

BASIC: Item no.: 1410001510 DIM: Item no.: 1410001521SWITCH: Item no.: 1410001520
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RE XLD-2C BASIC
SUPPLY LINE BASIC
	› Connection line 8 m + 

	 exchangeable connector
	› Power plug IP68

XLD-2C SWITCH
SUPPLY LINE  SWITCH
	› Connection line 8 m + 

	 exchangeable connector
	› Switch box IP65
	› Power plug IP68 

Half-sided switchable 

XLD-2C DIM
SUPPLY LINE DIM
	› Connection line 8 m + 

	 exchangeable connector
	› Switch box IP65
	› Power plug IP68 

Half-sided switchable
Dimmable

c c17.6 IP65

c c17.6 IP65

c c17,6 IP67
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Electrical data BASIC SWITCH DIM
Input voltage 100-240 V AC
Power consumption 560 W
Photometric data
Illuminant 8 x XPECT®2 LED modules

Luminous flux 101 700 lm
Luminous flux (REAL Lumen)* 90  700 lm
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -40 to +59 °C
Dimensions (L x W x H) 650 x 650 x 290 mm
Item no.:     1410001502 1410001503 1410001504

GRADE  ON 
SWITCH/DIM 
POSSIBLE

PU GRADE  ON
DIM 
POSSIBLE

PU

DIM: Item no.: 1410001521

Optional: Suspension set

Included  
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|    LOTS OF LIGHT AND FASTEST INSTALLATION TIME ARE THE KEY 
     FEATURES OF THE NEW XLD-C COMPACT

Like its big brother, the ALDEBARAN® XLD-2C, the ALDEBARAN® XLD-C COMPACT is literally an extreme lighting 
tool: extremely robust, extremely flexible and extremely bright, it is extremely versatile and, above all, quick 
to use.

Thanks to its compact dimensions, it can be transported particularly efficiently and thus contributes to the reduction of 
logistics costs. The extremely robust housing made of an aluminium-nylon composite not only reliably protects the 
powerful interior, but also ensures extremely low weight thanks to its intelligent lightweight construction. Installation and 
dismantling is possible as quickly, easily and safely as possible. The new design also allows the use of an alternating flex 
bolt. This can be inserted into the lamp both from the top and from the bottom by means of a quick release. With this, the 
ALDEBARAN® XLD-C COMPACT can easily be operated either normally or overhead – both on a tripod and in suspension 
operation. Thanks to optional segment circuitry and dimming function, the required amount of light can always be exactly 
adjusted to the needs*.  Thanks to special pre-plug discs**, the glare values can be further lowered, making the ALDEBARAN® 
XLD-C COMPACT also ideal for use in the smallest spaces. If required, the luminaire can also be swivelled in any direction 
and at any angle***.

ADVANTAGES
//   Ultra-compact, bright and extremely light
//   IP67 (IP65 with optional control box)
//   Light functions: 180 ° segment-by-segment circuit
       and optional dimming function 
//   For operation on a tripod and in suspension 
      operation suitable

ALDEBARAN®
XLD-C COMPACT
SERIES

//   Interchangeable flex bolt system for flexible 
       alignment of the light cone up/down
//   Redundant dual-power system with two
       independent power supplies

   * Switch/Dim versions     ** Included in delivery     
*** Optional swap bolts with ball joints
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Removable diffuser discs
reduce the glare effect

Plug-in connectors in waterproof design

Ring eyelet for suspended 
operation for overhead installation

LED XPECT® lens system,
passive, wear-free cooling

 technology

4 rounded corner handles 
made of sturdy nylon

Including standard interchangeable bolts*,
can be loosened or rotated via a quick-release 

fastener so that the lamp, hanging or on a 
tripod with the light alignment, 

can be turned upwards

New construction: with the 
optionally available flex bolt the light 
can be radiated in all directions

The luminaire includes a standard 
interchangeable bolt system*

Spring lock 8 mm with pivot 
bolts

Hanging operation: Lamp can
optionally be operated overhead

* The standard interchangeable bolt is included with all models

Optional accessories: 
flexible bolt with ball joint

steplessly adjustable from 0 to 90 °

The standard change bolt* 

can be replaced with the 
optionally available flex bolt 

within a few seconds
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Flexible connection system: The three model variants differ by the selected supply cable. The switching possibilities of the models depend 
on the optional supply lines and switch boxes. The supply lines can be exchanged within a few seconds via a quick-release fastener system. 
Note: All connecting cables (for XLD-2C and XLD-C COMPACT) are interchangeable and available as spare parts.

BASIC: Item no.: 1410001510 DIM: Item no.: 1410001521SWITCH: Item no.: 1410001520
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N
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RE XLD-C COMPACT BASIC

SUPPLY LINE BASIC
	› Connection line 8 m + 

	 exchangeable connector 
	› Power plug IP68

XLD-C COMPACT SWITCH
SUPPLY LINE SWITCH 
	› Connection line 8 m +

	 exchangeable connector
	› Switch box IP65
	› Power plug IP68 

Half-sided switchable

XLD-C COMPACT DIM
SUPPLY LINE DIM 
	› Connection line 8 m + 

	 exchangeable connector
	› Switch box IP65
	› Power plug IP68 

Half-sided switchable
Dimmable

c c8.5 IP65

c c8.5 IP65

c c8,5 IP67
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Electrical data BASIC 24 V  * BASIC SWITCH DIM
Input voltage 20-35 V DC 100-240 V AC
Power consumption 250 W 280 W
Photometric data
Illuminant 4 x XPECT®2 LED modules

Luminous flux 38  000 lm 51 000 lm
Luminous flux (REAL Lumen)* 35 000 lm 45 300 lm
Colour temperature 5 000 K
CRI > 70
General  data
Ambient temperature -25 to +40 °C -40 to +59 °C
Dimensions (L x W x H) 446 x 446 x 228 mm
Item no.:     1410001605 1410001602 1410001603 1410001604

GRADE  ON
DIM/SWITCH
POSSIBLE

PU GRADE  ON
DIM 
POSSIBLE

PU

DIM: Item no.: 1410001521

 * 24 V version: only with fixed line 
  Optional: Suspension set, flex bolt, transport box

Optional  

Included 
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|    EXTREMELY POWERFUL LARGE-AREA LIGHT WITH REPLACEABLE BATTERY

The ALDEBARAN® XLD COMPACT BatteryFlex is the next evolutionary step in our extremely popular extreme 
lighting device. It has two universal battery slots, which allow the light to be powered from almost any 
standard battery pack on either side. 

With an operating time of up to 70 minutes¹, the ALDEBARAN® XLD COMPACT BatteryFlex is well equipped for all 
short-term applications. As with the ‘normal’ XLD Compact, the integrated switch/dimmer box enables segment-by-
segment operation and infinitely variable brightness control of the luminaire. The extremely durable housing made of 
an aluminium-ABS composite reliably protects all components from external influences and damage, while the light‘s 
low weight makes it easy to handle and allows it to be set up and taken down by a single person in a matter of seconds.  
All these features make the ALDEBARAN® XLD COMPACT BatteryFlex the ultimate lighting tool for highly mobile 
applications where large areas of up to 2,000 square metres need to be illuminated, but no power supply is available or use 
of rechargeable batteries is required to speed up deployment.

ADVANTAGES
//   Replaceable battery system with two battery holders
//   Overhead operation possible thanks to integrated replacement bolt 
//   Switchable on one side, dimmable with switch/dim box 
//   Optimal handling thanks to low weight and compact dimensions
//   Passive, wear-free cooling technology
//   Includes transport bag and diffuser lenses

ALDEBARAN®
XLD COMPACT
BatteryFlex

¹ Voraussetzung ist der Einsatz des neuen Bosch Hochleistungs-Akkus Bosch ProCore

new
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Electrical data
Input voltage 16-21 V DC
Power consumption 250 W
Photometric data
Illuminant 4 x SPM 16B LED modules
Luminous flux 45  500 lm
Luminous flux (Real Lumen)* 40  500 lm 
Colour temperature 5 000 K
CRI > 70
Beam angle
Lamp
LED module

180 ° / 360 ° 
60 °

General data
Ambient temperature -25 to +40 °C
Dimensions (W x B x H) 446 x 446 x 228 mm

Large area lighting
with interchangeable battery holders
Replacement battery holder for 
Bosch/Makita/Hitachi/Panasonic 
18 V battery
Area illumination of up to 2,000 m² 
Switch/dim box 
Half-side switchable 
Integrated dimming function 
Protection class III

Includes: 
Diffusers,  
interchangeable bolt holder,  
carrying bag

Item no.: 1410001615

XLD
COMPACT
BatteryFlex 
BMHP

8,5

Electrical data
Input voltage 16-21 V DC
Power consumption 250 W
Photometric data
Illuminant 4 x SPM 16B LED modules
Luminous flux 45  500 lm
Luminous flux (Real Lumen)* 40  500 lm 
Colour temperature 5 000 K
CRI > 70
Beam angle
Lamp
LED module

180 ° / 360 ° 
60 °

General data
Ambient temperature -25 to +40 °C
Dimensions (W x B x H)  446 x 446 x 228 mm

Large area lighting 
with interchangeable battery holders
Replacement battery holder for 
Milwaukee/Dewalt/Metabo 
18 V battery
Area illumination of up to 2,000 m² 
Switch/dim box 
Half-side switchable 
Integrated dimming function 
Protection class III

Includes: 
Diffusers,  
interchangeable bolt holder,  
carrying bag

Item no.: 1410001617

XLD
COMPACT
BatteryFlex
MDM

8,5

Two universal battery slots for battery operation with  
interchangeable mounting system

Switchable by segment and  
stepless brightness control 

Easy control via 
switch/dimmer box

¹ Voraussetzung ist der Einsatz des neuen Bosch Hochleistungs-Akkus Bosch ProCore
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|    NEWLY DEVELOPED COMPLETE SYSTEM WITH IP67 FOR
     LARGE-AREA ILLUMINATION OF CONSTRUCTION SITES

Everything from one source and optimally adapted to the requirements: with the new ALDEBARAN® CLS PRO, 
you are well equipped on your construction site when it comes to lighting.

Consisting of the proven GRP CONSTRUCTION TRIPOD in an updated version and the newly developed ALDEBARAN® 
CLS PRO, no wishes remain unfulfilled. Extreme light performance, low weight and good handling were the main focus 
during the development of the luminaire. This light is ready for use in no time at all and even quick changes of location 
or short power interruptions cannot harm it. Thanks to its open design and high protection class, the newly developed 
luminaire defies wind and weather. The GRP tripod is available in two different heights and convinces with low weight and a 
simple and safe construction. Product advantages include sophisticated details such as extremely robust die-cast aluminium 
components, an integrated water level for precise leveling and an intelligent pull-out protection for the push rods.

ADVANTAGES
//   Switchable segments, 180°
//   Low weight, thanks to external driver box and low wind load, due to open design
//   High-quality and durable materials
//   All screwed components
//   Less light pollution, thanks to the conical design (downward beam angle)

ALDEBARAN®
CLS PRO
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Complete system with IP67 for
Large area illumination
High light output with 120 watts modules
Segmentally switchable, 180 °
Low head load
Protection class I

SET:
Lamp IP67, spreading discs 
Switch box IP65+ transport box
GRP tripod with mast bolt  
Transport bag

Electrical data
Input voltage 110-240 V AC
Power consumption 720 W
Photometric data
Illuminant LED technology
Luminous flux 106  000 lm 
Colour temperature 5  000 K
CRI > 70
General data
Ambient temperature -40 to +40 °C
Dimensions (Ø x H) 300 x 700 mm
Tripod PRO
Height (max.) 4.6 mItem no.: 1410001295

CLS PRO
(CONSTRUCTION
LIGHT SYSTEM 
PROFESSIONAL)

 High-quality LED module Detent castor holder with star 
grip made of stainless steel

External driver box also serves for increased stability the tripod 
on the ground

Optional: Detent castor holder, Guying set

Low wind load and heat 
development thanks to 

open construction

Half-sided circuit
(of 3 modules each)

High light output thanks 
to 120 W modules

Low head load 
due to external driver box 

Detent castor holder

Included  

36

17

 IP65
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|    ULTIMATE LIGHT PERFORMANCE FOR LIGHT TOWERS,  
     MASTS AND TRIPOD SYSTEMS

The ALDEBARAN® CLS ULTRA is currently the most powerful mobile large-area light in the world. 

With over 1.9 kilowatts of power and more than 306,000 real lumens, it sets standards that were previously unattainable 
for mobile large-area luminaires. This enormous light output is made possible by the latest generation of high-
performance LED modules, which offer maximum efficiency. The completely passive and highly efficient aluminium 
cooling elements keep the light at a low temperature in all situations, enabling continuous, wear-free operation, even 
in dusty environments and harsh weather conditions. By outsourcing the LED drivers to a separate connection box, the 
weight of the light has been significantly reduced. Weighing only 31 kg, it can be set up at any time by a team of two, 
or even by one person if necessary. There is no need to combine or ‘stack’ lights, as is the case with some products. As 
with its still impressive smaller sibling, the ALDEBARAN® CLS PRO, the ALDEBARAN® CLS ULTRA also allows the 
luminaire to be switched in 180° segments so as not to interfere with traffic flow when used near roads, for example. 
This luminaire is the ultimate lighting solution for any requirement where mobility is combined with well-thought-out 
details such as extremely robust aluminium components.

ADVANTAGES
//   Segment-switchable, 180 °
//   Low weight
//   External LED driver
//   High-quality, durable materials for high load capacity
//   Installation device from a height of 1.67 to 6 metres

ALDEBARAN®
CLS ULTRA

new
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Electrical data
Input voltage 110-277 V AC
Power consumption 1 950 W
Photometric data
Illuminant LED technologiy
Luminous flux (Real Lumen)* 306  000 lm 
Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature - 30 to +40 °C
Dimensions
Cable length 
Light + mast mount (Ø x H)
Connection box (L x W x H)  

20 m
940 x 700 mm
920 x 650 x 430 mm

Tripod
Height (min./max.) 1,67/6 m

Recommended operating 
height, at least 6 m

Powerful mobile large-area 
luminaire with even more power
Segmentally switchable, 180 °
Low head load
Protection class I
Feet adjustable for levelling
External LED driver

SET:
Lamp IP65
Mast with hand pump
External LED driver
Drain valve
Guying set

Item no.: 1410001296

CLS ULTRA
(CONSTRUCTION 
LIGHT SYSTEM) 
ULTRA

123 IP65

 High-quality LED module Includes hand pumpIncludes external LED driver

High light output thanks  
to 1950 watts

Low head load due to 
external driver 

Low heat development thanks 
to open construction

Half-sided circuit
(of 3 modules each)

Luminaire head with open design
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ADVANTAGES
//   Various alignment options
//   Easy to transport, thanks to compact dimensions
//   Flexible system universally applicable
//   Flexible MAST-FOOT-SYSTEM, especially suitable for uneven surfaces

|    LIGHT, SIMPLE, MULTIFUNCTIONAL

The MOBILE APPLICATION LIGHTING is a system that enables large-scale illumination of damage areas - 
even on sloping surfaces.

In contrast to well-known tripods, the foot mechanism of the pneumatic mast allows adaptation on almost any surface such 
as slopes, faults or even stairs. Three integrated pivoting and tilting 60 watt LED lights on the head of the tripod enable 
targeted, glare-free and safe illumination even in large areas.
Wherever you need light, off-road, road or highway - the MOBILE APPLICATION LIGHTING can be used anywhere.

MOBILE 
APPLICATION
LIGHTING
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Item no.: 1410001252 (SET)

FLEXIBLE APPLICATION LIGHTING
Fast and easy illumination at
rescue operations, accidents or 
comparable situations

SET
3 fixed fixtures
3-foot tripod included hand pump with
drain valve + adjustable tripod feet
Rotating, swiveling and tilting head

Electrical data 
Input voltage 180-265 V AC
Power consumption 150 W
Photometric data 
Illuminant LED technology
Luminous flux (REAL Lumen)* 21000 lm
Colour temperature 4 000 K
CRI > 80
Beam angle 3 x 60 ° swiveling
Tripod
Material aluminium/steel
Height (max) 326 cm
Diameter (max) 200 cm

Flexible 3-foot tripod
with hand pump and
fixed luminaires

MOBILE 
APPLICATION
LIGHTING

Rotation. Swiveling. Tiltable.

Optional  

Optional  

24 IP54

SE
TO
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FLEXIBLE
SYSTEM
UNIVERSALLY 
APPLICABLE
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Mast foot-specially for uneven areasAdjustable angle of inclination

Variably adjustable

Transportable in almost any trunk

Swivel and tiltable head

Adjustment mechanism
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|   Mobile, swivelling seven-metre lighting mast

Developed and optimised for the use of LED technology, the SETO LIGHT TOWER 1200 delivers a light output of 
over 160,000 lumens and, thanks to its professional optics, directs the light only where it is needed.

By using ultra-asymmetrical optics, the SETO LIGHT TOWER 1200 eliminates unnecessary light pollution and saves energy 
despite its long light range and high light output. Whether harsh winters or hot, harsh regions – the SETO light tower 1200 
is built for all climate zones. It delivers extremely energy-efficient light anywhere and under almost any conditions – and does 
so almost silently. Up to two units can be fed and connected to each other with a single power source. Plan for maximum 
flexibility and user-friendliness with the SETO light tower 1200.

SETO
LIGHT TOWER
1200

ADVANTAGES
//   Rotating and swivelling light head
//   Fits on a standard pallet size 
//   Suitable for all climate zones
//   Remote control, dimming and switching of lighting
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LIGHT TOWER
1200

 Item no.: 1424001020

Mobile lighting mast with a height  
a height of up to seven metres
Rotating, swivelling luminaire head 
Optional: dimming function and remote control 
Luminaire IP65/housing IP54 
Noise emissions: < 5 dB(A) 
Wind load up to 30 m/s 
Protection against overvoltage, overheating  
Jockey wheel, crane hook, transport bag
Impact resistance IK08 
Protection class I

Electrical data
Input voltage 220-240 V AC
Power consumption 1200 W
Photometric data
Illuminant LED technology
Luminous flux
(REAL Lumen)* 

168  000 lm

Colour temperature 5  000 K
CRI > 70
General data
Ambient temperature -40 to +45 °C
Dimensions (L x W x H) 1 455 x 1 752 x 6 930 mm

Mobile luminaire head with swivelling 
and fold-out LED modules. 

Swivelling high-quality  
LED modules 

With hand crank for easy height 
adjustment

Lifting device for forklift 
trucks

Robust, compact, mobile and with 
additional features

217 IP54

  Optional: Bluetooth with Plejd control unit, Astro Timer, daylight sensor, motion detector, Lorawan
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SETO
ROBOMAST
800

|    Swivelling, compact five-metre lighting mast 

Experience unrivalled lighting performance with the SETO ROBOMAST 800. Despite its maximum height of five 
metres, the robust light tower is compact enough to be stowed comfortably even in a car. 

Developed and optimised for the use of LED technology, the SETO ROBOMAST 800 delivers a light output of over 100 000 
lumens and, thanks to its professional optics, directs the light only where it is needed. By using ultra-asymmetrical optics, the 
SETO ROBOMAST 800 eliminates unnecessary light pollution and saves energy despite its long light range and high light 
output. Thanks to its unique design, the SETO ROBOMAST 800 is the most efficient and at the same time most compact light 
tower. It delivers extremely energy-efficient light anywhere and under almost any conditions – and does so almost silently. 
Up to three units can be interconnected and supplied with a single power source. The light can optionally be 
remote-controlled and dimmed. Plan with the SETO ROBOMAST 800 for maximum flexibility and user-friendliness.

ADVANTAGES
//   Transport height of only 1.2 metres
//   Swivelling and fold-out light head
//   Suitable for all climate zones
//   Control, dim and switch the lighting remotely
//   Night mode minimises energy consumption and traffic operation in residential areas
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The flexible lighting mast can be customised 
with its swivelling and folding luminaire head.

ROBOMAST
800

Electrical data
Input voltage 100-305 V AC
Power consumption 800 W
Photometric data
Illuminant LED technology
Luminous flux
(REAL Lumen)* 

112 000 lm

Colour temperature 5 000 K
CRI > 70
General data
Ambient temperature -30 to +45 °C
Dimension (L x W x H) 1640 x 1 640 x 5 100 mm

Compact lighting mast  
with a height of up to five metres
Swivelling and fold-out light head 
Day and night control
Optional: dimming function and remote control
Luminaire IP65/housing IP54
Noise pollution: < 5 dB(A
Wind load up to 30 m/s)
Protection against overvoltage, overtemperature
Up to 2 200 m² illuminated area
Impact resistance IK08
Protection class I

Item no.: 1424001010

Tensioning straps provide a secure 
hold to prevent unintentional
loosening

Equipped with puncture-proof 
all-terrain tyres and ergonomic 
handles

Fine adjustment of support legs

  Optional: Bluetooth with Plejd control unit, Astro Timer, daylight sensor, motion detector, Lorawan

Adapter for various additional 
functions

49.0 IP54
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|    SETS NEW STANDARDS IN MOBILE LIGHTING

The SETO ROBOMAST 300 EM stands for powerful light output with maximum mobility. Equipped with an 
integrated rechargeable battery, the compact system provides bright, comprehensive lighting for many hours – 
ideal for situations where no power connection is available. 

Thanks to its low weight, the light mast can be transported and set up by just one person. The electrically extendable 
telescopic column raises the light unit to a height of up to 3.8 metres. The swivelling and folding light heads allow the light 
cone to be aligned in a targeted and flexible manner. Whether for maintenance work on railway lines, rescue operations, 
disaster control or mobile construction sites – the SETO ROBOMAST 300 EM brings light where it is needed.

ADVANTAGES
//   Compact, battery-powered light tower for self-sufficient lighting
//   Light heads for any desired configuration: easy to fold out and fully swivelling
//   Battery operation with flexible runtime thanks to dimming function
//   Extremely low noise (< 15 dB(A)) – also suitable for inner-city or night-time use
//   Ideal for emergency services, railways, construction, tunnels and temporary locations
//   340 ° module rotation for flexible alignment

SETO
ROBOMAST 
300 EM
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Electrical data
Input voltage 220 to 240 V AC
Power consumption 300 W

Battery operation:
100% = 300 W
  50% = 150 W
  25% =   75 W
  10% =   30 W

Photometric data
Illuminant LED technology
Luminous flux (REAL Lumen)* 48  000 lm 

Battery operation: 
100% = 48 000 lm
  50% = 24 000 lm
  25% = 12 000 lm
  10% =   4 800 lm

Colour temperature 5 000 K
Beam angle 60 °, per module
Power factor > 0,92
General data
Operating time Battery operation: 

100% =    4 h
  50%  =    8 h
  25%  = 16 h
  10%  = 40 h

Battery LiFeP04

Battery capacity 1,2 kWh
Dimensions (W x B x H)  1303 x 1129 x 3800 mm
Ambient temperature -10 to +45 °C

ROBOMAST
300 EM

High-performance 
lighting mast with 
rechargeable battery
Swivelling and fold-out 
light head 
Electric lifting system
Lamp IP65/housing IP54
Noise pollution: < 15 dB(A)
Wind load up to 30 m/s
Protection against overvoltage, 
overtemperature 
Up to 1000 m² of illuminated area 
Impact resistance IK08
Protection class I

Item no: 1424001015

46,0 IP54

Puncture-proof all-terrain tyres  
and ergonomic handles for easy 
transport

Battery operation with  
single or double battery

Dimmable and electric  
lifting system

Fold-out rotating and 
swivelling head 

•	 Simply click on the off-road wheels, which are suitable 
          for both ROBOMAST 800 and 300 EM
•	 Robust construction, suitable for harsh environments
•	 Increases the mobility of light towers

Optional 
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SETO
E-POWER 
MOBILITY PACK

ADVANTAGES
//   Autonomous use
//   Compact dimensions and low weight
//   Integrated display for charge level indication in percent
//   By means of supplied charger within less charged hours
//   AC/DC outputs for various devices
//   Li-ion battery

|    SELF-SUFFICIENT POWER SOURCE FOR MOBILE DEVICES

With the SETO E-POWER MOBILITY PACK, there is now also a mobile power source in the form of a portable 
battery from SETOLITE.

The SETO E-POWER MOBILITY PACK can be used completely independently and provides sufficient power for any 
application. The SETO E-POWER MOBILITY PACK is recharged to its full capacity in just eight hours using the charger 
included in the scope of delivery. Compact dimensions and low weight make the SETO E-POWER MOBILITY PACK the ideal 
and indispensable companion for mobile use.
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Item no.: 1428001010

Mobile power source 
Pure sine wave output 
Display indicator
Protection class II
Deep discharge protection
AC/DC outputs 
Integrated sockets

Electrical data
Input voltage 100-240 V AC
Output AC voltage 220-240 V AC
Output Power (duration) 800 W 
Output DC 5 V/2 A
General data
Battery Li-Ion, 24 V, 40 Ah 
Battery capacity 1 000 Wh
Charging time 8 h
Ambient temperature -20 to +65 °C
Dimensions (L x W x H) 413 x 260 x 156 mm

Item no.: 1428001020

Mobile power source 
Pure sine wave output
Display indicator
Protection class II
Deep discharge protection
AC/DC outputs 
Integrated sockets

Electrical data
Input voltage 100-240 V AC
Output AC voltage 220-240 V AC
Output Power (duration) 1  400  W 
Output DC 5 V/2 A/DC 12 V/3 A
General data
Battery Li-Ion, 48 V, 40 Ah
Battery capacity 2 000 Wh
Charging time 8 h
Ambient temperature -20 to +65 °C
Dimensions (L x W x H) 408 x 311 x 166 mm

E-POWER MOBILITY 
PACK EP1000

E-POWER MOBILITY 
PACK EP2000

Optional: Optimal protection 
against dust and moisture

Easy handling thanks to 
integrated carrying handle

Display and various outputs for external devices

. . .-
++

--

9.0 IP54

. . .-
++

--

15.5 IP54
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|    MOBILE, EMISSION-FREE POWER SUPPLY FOR  
     DEMANDING ENVIRONMENTS 

Thanks to its virtually silent operation, the SETO E-POWER MOBILITY PACK 5000 EMERGENC Y can be used wherever 
energy is required without disturbing the environment with unnecessary noise. 

Can be used completely independently, up to three SETO E-POWER MOBILITY PACK 5000 EMERGENC Y can be connected 
together to increase performance. The latest generation LiFeP04 battery used offers a service life 3 to 4 times longer than 
conventional Li-ion batteries. Within just two hours, the battery is recharged to full capacity and ready for the next use. 

SETO
E-POWER MOBILITY PACK 
EP5000 EMERGENCY

ADVANTAGES
//   Self-sufficient, mobile, quiet and without local emissions 
//   Optimal protection thanks to battery management system 
//   Virtually silent operation 
//   Multiple charging options are supported: Mains, solar, generator operation 
//   Automatic switch-off in the event of overheating or fire 
//   Combination of up to three battery modules up to a maximum of 15.36 kWh possible
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Item no.: 1428001100

Self-sufficient energy supply  
without local emissions
Pure sine wave output 
Fanless cooling 
Simultaneous charging and discharging 
Battery management system 
Impact resistance IK08 

Outputs:  
1x CEE 230 V, 16 A 
4 x 230 V EU/UK/AU sockets

Electrical data
Input voltage 100-305 V AC
Output rated voltage 230 V AC
Output rated power 5 0 00 W 
Line protection 16 A
AC power 3 500  W
General data
Battery LiFePO4 battery
Battery capacity 5 120 Wh
Life cycles > 4  000 to 80% of the  

original capacity
Charging time 2 h
Ambient temperature -10 to +40 °C
Dimensions (L x W x H) 915 x 789 x 530 mm

E-POWER 
MOBILITY PACK
EP5000 EMERGENCY

Large handles on both sides 
for easy handling

Integrated 
battery management system

Mobile on the road, 
thanks a mobile base

Mobile power source installed 
in waterproof housing

 
Integrated  
parking brake

Lifting devices for forklift trucksVarious plug connectors 
to choose from

Fanless cooling Various charging and 
connection options

. . .-
++

--

101 IP66
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|    MINIMISES THE EFFORT FOR TEMPORARY PATH LIGHTING

The SETO LED SNAKE SERIES minimises the effort for temporary construction route lighting. Long corridors or 
staircases and lift shafts can be illuminated with the LED rope lights within a very short time.

For this purpose, the flexible and highly robust LED rope light is simply rolled out and attached to the ceiling of a corridor with 
clips or reversible adhesive tape, or suspended in the stairwell. Depending on the size of the area to be illuminated, several 
ropes can also be combined so that the required illumination is always achieved*. Thanks to the high power of 12 watts 
per metre, distributed over 180 LEDs per metre, the LED rope lights of the SETO LED SNAKE SERIES achieve a previously 
unattained luminous intensity. This is also homogeneously distributed in the area to be illuminated thanks to the slight 
diffusion of the rope material.

ADVANTAGES
//	  Minimal effort
//   Extremely bright
//   Can be used quickly and anywhere

//   Flexible and highly robust LED rope light 
//   Easy transport and short set-up times
//	  Various mounting accessories available

* Total length not more than 50 metres, not more than 600 watts power consumption per connection cable

SETO
LED SNAKE
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Item no.: 1428003012 (5/60, 1.1 kg)
Item no.: 1428003013 (10/120, 2.2 kg)

Single-sided equipped 
LED rope light 
180 LEDs per metre 
Converter IP65/Hose IP67
Including connection cable IP54 
Connector plug IP44
Protection class II

Electrical data 5/60 10/120
Input voltage 230 V AC

Power consumption 60 W 120  W

Photometric data
Illuminant High-Power LED
Colour temperature 5 000 K
CRI > 80
General data
Ambient temperature -20 to +45 °C
Dimensions (L) 5 m 10 m

LED SNAKE
5/60 . 10/120

Optional emergency power module Ideal for ceilings, paths, stairwells, 
lift shafts

Robust LED rope light Water-protected connector plug

Item no.: 1428003029

Emergency power supply 
in the event of a power failure
Built-in timer
Built-in battery charge protection 
with constant current and voltage 
and built-in protection against 
Deep discharge protection

Electrical data
Input voltage 100-277 V AC
Power consumption 50-180 V DC
Photometric data
Emergency operation 50 W
Emergency operation, 
runtime

2 x 60 min., built-in timer

Emergency operation, 
response time

˂ 1 sec.

Battery Li-ion, 22.2 V, 6  000 mAh
Chargibg time > 24 h
Operating temperature -10 to +50 °C

LED SNAKE
EMERGENCY 
POWER MODULE

__

Fail-safe for SNAKE light tubes for easy retrofitting
The SETO LED SNAKE EMERGENC Y POWER MODULE is the best solution for your rope light lighting 
in case of a power failure. In the event of a power failure, our new emergency power module be ensures 
that your working area is illuminated and remains so.  It is simply plugged in between the power supply 
and your SETO LED SNAKE and is immediately ready for use.

Item no.: 1428003001 (25/300, 4.5 kg)
Item no.: 1428003002 (50/600, 8.5 kg)

Single-sided equipped 
LED rope light 
180 LEDs per metre
Converter IP65/Hose IP67
Including connection cable IP54 
Connector plug IP44 
Protection class II

Electrical data 25/300 50/600
Input voltage 230 V AC
Power consumption 300 W 600 W
Photometric data 
Illuminant High-Power LED
Colour temperature 5 000 K
CRI > 80
General data
Ambient temperature -20 to +45 °C
Dimensions (L) 25 m 50 m

LED SNAKE
25/300 . 50/600

 IP65

 IP44

 IP65 2.4
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|    PATH, STAIR AND CEILING LIGHTING FOR MORE SAFETY

        With the SETO LED DOUBLE-SNAKE, a new generation of quickly installable work and safety lighting is launched. 

As with the SETO LED SNAKE, the DOUBLE-SNAKE can also be conveniently, quickly and easily unwound from a roll and  be 
installed. Installation is as simple as possible with cable ties or loop dowels. The high IP65 protection rating of the rope 
enables use in damp and dirty environments. The flexible and at the same time extremely tough rope can also be laid around 
corners and is at the same time extremely resistant to mechanical influences.The highlight of the DOUBLE-SNAKE is that the 
rope light is equipped on both sides with 180 LEDs per metre and per side! This means that the rope light shines on both sides 
and is predestined for use in stairwells or lift shafts. 

ADVANTAGES
//   Illuminated rope light on both sides
//	  Extremely bright
//	  Highly robust and flexible

//   Also suitable for use in damp environments 
//   Suitable for outdoor applications
//	  Optional accessories available

SETO
LED DOUBLE-SNAKE
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Rectifier with line protection Supply cable with Schuko plug IP44Robust LED rope light Water-protected connector plug

Item no.: 1428003005

Double-sided fitting  
LED rope light 
2 x 180 LEDs per metre
Converter IP65/hose IP67 
Including connection cable IP54 
Connection plug IP44 
Protection class II

Electrical data
Input voltage 230 V AC

Power consumption 200 W

Photometric data
Illuminant High-Power LED
Colour temperature 5 000 K
CRI > 80
General data
Ambient temperature -20 to +40 °C
Dimensions (L) 15 m

LED 
DOUBLE-SNAKE
15/200

Item no.: 1428003003

Double-sided fitting  
LED rope light 
2 x 180 LEDs per metre
Converter IP65/hose IP67 
Including connection cable IP54 
Connection plug IP44 
Protection class II

LED 
DOUBLE-SNAKE
25/350

Electrical data
Input voltage 230 V AC

Power consumption 340 W

Photometric data
Illuminant High-Power LED
Colour temperature 5 000 K
CRI > 80
General data
Ambient temperature -20 to +40 °C
Dimensions (L) 25 m

Item no.: 1428003004

Double-sided fitting  
LED rope light 
2 x 180 LEDs per metre
Converter IP65/hose IP67 
Including connection cable IP54 
Connection plug IP44 
Protection class II

LED 
DOUBLE-SNAKE
50/675

Electrical data
Input voltage 230 V AC

Power consumption 675 W

Photometric data
Illuminant High-Power LED
Colour temperature 5 000 K
CRI > 80
General data
Ambient temperature -20 to +40 °C
Dimensions (L) 50 m

 IP65 3.0

 IP65 4.75

 IP65 8.5
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|    OFFERS A CONNECTION LENGTH OF UP TO 500 METRES AND 
     SAFETY IN THE EVENT OF A POWER FAILURE

Developed for demanding environments, the SETO LED SNAKE PROFESSIONAL has a high light output and a 
long service life. 

Simple installation and the option of connecting up to 500 metres in a chain allow flexible and fast use on site, e.g. when 
illuminating long corridors, stairwells or lift shafts, in tunnels and in mining. 
Thanks to the high lumen output of up to 1 300 lumens per metre, an installation height of up to 
18 metres can be achieved. Thanks to the SafetyGlow afterglow function, the hose continues to glow for up to one hour even 
after the power is lost due to a fluorescent additive*. The SETO LED SNAKE PROFESSIONAL rope light is made of a double 
sheath of silicone and PVC, which is well protected against chemicals and flame-retardant according to UL94 rating, V-0.

ADVANTAGES
//   Extremely bright 
//   Emergency light function with
      safety glow in the event of a power failure 
//   Highly robust and flexible

//   Dimmable and flicker-reduced 
//   Optional mounting accessories 
//   Suitable for outdoor applications

*Note: Significantly reduced light output, no working light.

SETO
LED SNAKE
PROFESSIONAL
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Item no.: 1428003101 (100/25, 2.7 kg) 
Item no.: 1428003102 (100/50, 4.8 kg)

LED rope light with 
emergency light function in 
case of power failure with 
Fluorescent
Max. Connection length: 100 m 
Max. Installation height:   18 m
Impact resistance IK10
Protection class II
Supply line with quick coupling

Electrical data 100/25 100/50
Input voltage 230 V AC
Power consumption 350 W 700 W
Photometric data
Illuminant High-Power LED
Luminous flux (REAL Lumen)* 32 500 lm 65 000 lm
Colour temperature 6 000 K
CRI >80
Beam angle 120 °
General data
Ambient temperature -40 to +45 °C
Dimension (max. length) 100/25 m 100/50 m

LED SNAKE
PROFESSIONAL
100/25 . 100/50

Item no.: 1428003121 (500/25, 4.8 kg) 
Item no.: 1428003122 (500/50, 10.7 kg)

LED rope light with 
emergency light function in 
case of power failure with 
Fluorescent
Max. Connection length: 500 m 
Max. Installation height:   18 m
Impact resistance IK10
Protection class II
Supply line with quick coupling

Electrical data 500/25 500/50
Input voltage 230 V AC
Power consumption 85 W 170 W
Photometric data
Illuminant High-Power LED
Luminous flux  (REAL Lumen)* 8 250 lm 16 500 lm
Colour temperature 6 000 K
CRI > 80
Beam angle 120 °
General data
Ambient temperature -40 to +45 °C
Dimension (max. length) 500/25 m 500/50 m

LED SNAKE
PROFESSIONAL
500/25 . 500/50

IK10

Afterglow of up to one hour without power supply thanks to the automatic Safety Glow 

Fluorescent luminaires are used in various 
environments, including tunnels, lift shafts, stairwells 
and pathways.

 IP67

 IP67

Note: Do not operate the light when it is wound up.
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ADVANTAGES
//	  Fluorescent-glows in the dark
//	  Extremely bright
//	  Highly robust and flexible
//	  Various mounting accessories available
//   Suitable for outdoor applications

|    LED SNAKE SAFE WAY . 
     VISIBLE ORIENTATION IN 
     DARK ENVIRONMENTS 

The SETO LED SNAKE SAFE WAY series minimises the 
effort for temporary construction path lighting. 
 
For this purpose, the flexible and highly robust LED rope 
light is simply rolled out and attached to the ceiling of a 
corridor with clips or reversible adhesive tape, or suspend-
ed in the stairwell. Depending on the size of the area to 
be illuminated, several ropes can also be combined so 
that the required illumination is always achieved. Thanks 
to the high power of 12 watts per metre, distributed over 
180 LEDs per metre, the LED rope lights of the SETO LED 
SNAKE SAFE WAY series achieve a previously unattained 
luminous intensity. With the help of a special fluorescent 
additive in the sheath of the SETO LED SNAKE SAFE WAY, 
it glows even after the power is switched off. This means 
that it is still visible for some time even in the dark and 
provides orientation in an emergency. 

|    LED SNAKE EASY . 
     AN EXTREMELY DYNAMIC 
     LIGHTING TOOL.

Rope lights revolutionise the way construction site 
lighting is set up. Thanks to with this technology, 
an extemely large amount of ight is concentrated 
on the smallest installation space and handling is 
made ultra-flexible.

The SETO LED SNAKE EASY takes exactly these features 
and adds the option to quickly rewind with them on a 
small, compact drum and store them in a space-saving 
and protected way manner. This luminaire is ideal for the 
craftsman and can also illuminate several rooms at the 
same time by simply placing it around the corner.

ADVANTAGES
//	  Extremely quick installation and dismantling
//   Strong and homogeneous illumination
//	  Robust and waterproof
//	  Optional mounting accessories
//   Suitable for outdoor applications

SETO
LED SNAKE SAFE WAY &
LED SNAKE EASY
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Item no.: 1428003040 (25/300, 4.8 kg)
Item no.: 1428003041 (50/600, 9.0 kg)

Fluorescent LED rope light 
180 LEDs per metre
Including connection cable IP54 
Connector plug IP44
Protection class II

Electrical data 25/300 50/600
Input voltage 230 V AC
Power consumption 300 W 600 W
Photometric data
Illuminant High-power LED
Colour temperature 5 000 K
CRI > 80
Duration of afterglow,
fluorescence

approx. 10 min.

General data
Ambient temperature -20 to +45 °C
Dimensions (L) 25 m 50 m

LED SNAKE
SAFE WAY
25/300 . 50/600

 
Item no.: 1428003050

Quick to install 
LED light tube -
Compact and 
safe storage 
Connector plug IP44
Protection class II

LED SNAKE
EASY 
10/70

Electrical data
Input voltage 230 V AC
Power consumption 70 W
Photometric data
Illuminant High-power LED
Luminous flux (REAL Lumen)*  5 000 lm
Colour temperature 5 000 K
CRI > 80
General data
Ambient temperature -20 to +45 °C
Dimensions (L) 10 m

LED SNAKE EASY: compact drum, quick and space-saving storage, 
easy handling

LED SNAKE SAFE WAY: high luminosity and fluorescence

Thanks to a special fluorescent additive in the casing of 
the SETO LED SNAKE SAFE WAY, the light strip 
continues to glow after the power has been switched 
off. This makes it visible in the dark for some time and 
provides orientation in an emergency.

 IP65

 IP65 2.0

Note: Do not operate the light when it is wound up.
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ADVANTAGES
//   For use in EX-protected areas, suitable for methane, coal dust and various combustible gases
//   Robust construction, flexible silica gel material, waterproof connections and controls for underground mines
//   High colour consistency and uniformity for visually harmonious lighting
//   High-brightness SMD LED chips for excellent illumination, white version for continuous lighting,  
      coloured versions for safety systems
//   Long service life, low energy consumption and high efficiency

new

SETO
LED ATEX 
SNAKE

|    FOR ORIENTATION IN EXPLOSION-PROOF AREAS

The explosion-proof and flexible LED light strip has been specially developed for use in potentially explosive 
areas (Zone 1/21 and 2/22), such as harsh industrial environments, coal mines, or oil and gas facilities.

Our explosion-proof light strips are designed as a reliable and safe lighting solution that enables continuous  area lighting 
and targeted lighting of equipment areas.
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 IP65

LED light tube 
ATEX certification 
84 LEDs per metre 
Voltage compatibility:
Operating voltage of 48 V, 36 V,   
24 V DC/AC for flexible installation 
ATEX driver box
Injection-moulded silicone, IP67 
Connection cable, 3 m with  
EX plug 230 V AC 
Protection class I 
Impact resistance IK10

LED ATEX
SNAKE

ZONE 1 (1, 2/21, 22) 
Item no.: 1428003141 

Electrical data
Input voltage 230 V AC
Rated voltage 48 V DC
Power consumption 260 W
Rated power 12 W/m
Photometric data
Illuminant SMD LED chips
Number of LEDs 84 LEDs/m
Luminous flux (Real Lumen)* 20  000 lm 
Colour temperature 6 500 K
Beam angle 120 ° 
General data
Dimensions (Length)  20 m

II 2G Ex mb op is IIC T4 Gb
II 2D Ex mb op is IIIC T135 °C Db

ATEX driver box with connection box and EX plugRobust LED light tube LED light tube with 84 LEDs/m
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ADVANTAGES
//   Light output infinitely adjustable, thus adaptable to every work situation
//   Robust housing and powerful working light
//   Glare-free and homogeneous light generation
//   Integrated high-quality lithium-ion battery

|    CORDLESS, POWERFUL, GLARE-FREE, ALSO ROBUST AND EASY TO OPERATE ...

... these are the sharpened genes of the ALDEBARAN® 4000A X SERIES. 
While the light output has been increased by more than 70% compared to the previous series by using highly 
efficient special LED surface arrays, the glare freedom was maintained at the same time. 

While so some other luminaires in this performance class, make you see bright “points” afterwards, our glare-free special 
LEDs allow a perfectly uniform illumination and safe view at all times. Good light means security. The 4000A X concept is 
rounded off by different, available battery capacities, which allow you to customize your luminaire according to your own 
needs to individual lifetime wishes. The Low Battery Message System (LBMS) shows you in good time when the battery 
capacity has reached a low level and should be recharged if necessary. So you are never unexpectedly in the dark. If the 
battery charge is still completely exhausted during long applications, especially in the outdoor area, the integrated 
“Take Me Home” function of the 4000A X luminaires allows you to easily find them in the dark. For this purpose, the 
luminaire signals its location through an integrated, automatic red light flashing function.

ALDEBARAN®
4000A X 
SERIES 



SE
TO

LI
TE

83
 

Optional: 
Wall bracket + carrying handle

Ergonomic carrying handle  Including 230 Volt power supply Integrated dimming function

X1

X2

Impact-resistant
Scattering disc

of polycarbonate

Lighting bodies made of 
extremely robust special 
aluminium

Dimming function
stepless regulation

for working light

White homogeneous 
working light with infinitely 
variable regulation of luminosity. 
Avoids sustainably glare

Quick and easy rechargeable 

Robust end cap

Optional carrying handle

Optional: Wall bracket, carrying handle, magnet holder
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ADVANTAGES
//   Light output steplessly adjustable
//   Can be switched from white work light to coloured signal light
//   Glare-free and homogeneous light generation
//   Integrated, powerful lithium-ion battery

|    WITH INTEGRATED FLASHING FUNCTION FOR OPTIMAL SIGNALING

The strengths of the 4000A X luminaires such as hours of wireless operation and homogeneous, glare-free light 
have proven themselves under the toughest operating conditions.

With the ALDEBARAN® 4000A X1 SIGNAL SERIES, we have created a new generation of professional emergency lights that 
focus even more on the topic of safety. Thanks to a specially developed, special LED array, the 4000A X1 SIGNAL lights are 
not only able to produce homogeneous, white work light, but can also be switched to a coloured flashing signal. This signal 
light is one of the strongest signal light sources available in the form of a mobile hand lamp. Usually, conventional, mobile 
lights tend to neglect their coloured signal function with signal light outputs between one and three watt maximum. 
The X1 SIGNAL lights are able to generate their signal light with the same power (up to 12 watt) as the powerful white work 
light.

ALDEBARAN®
4000A X1 
SIGNAL SERIES 
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Optional: Magnet holderOptional: 
Wall bracket + carrying handle

Dimming function Mode switch

White, homogeneous 
work light with stepless
regulation of the light 
intensity

Impact-proof diffusing 
disc made of polycarbonate

Integrated switching 
mode, from white 

work light to coloured 
flashing signal

High power LED surface array 
guarantees glare-free, homogene-
ous light generation

 

Dimming function, light power of 
the work light steplessly adjustable 
and therefore adjustable to each 
unique situation

Optional: Wall bracket, carrying handle, magnet holder
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Item no.: 1440800020 (X1, 1.05 kg)    
Item no.: 1440800021 (X2, 1.6 kg)

Photometric data X1 X2
Illuminant LED array technology
Luminous flux (REAL Lumen)* 1 500 lm 3 000 lm
Colour temperature 5 000 K
CRI > 80
General data
Operating time High: 2.5 h

Low:   16 h
High:  3 h
Low: 20 h

Battery Li-ion, 33 Wh 2 x Li-ion, 66 Wh
Charging time (2 A charger) 1.5 h 3 h
Ambient temperature -30 to +40 °C
Dimensions (L x W x H) 267 x 120 x 145 mm 385 x 120 x 145 mm

ALDEBARAN®
4000A X1 & X2
WITH DIMMING FUNCTION

EXTREMELY 
ROBUST

Impact-proof diffusing 
disc made of polycarbonate.
Shock-proof housing
Wide operation 
temperature range.

EXTREMELY 
INTELLIGENT

Lighting duration compatible 
for shift operation.
Compact dimensions
Non-slip, rubberised control 
elements.

EXTREMELY 
SAFE

Stable performance through 
all temperature ranges, 
thanks to lithium ion 
battery.
Eye-friendly light

EXTREMELY  
POWERFUL

Bright, glare-free and 
homogeneous light.
Light power adjustable
High efficiency

X1

X2

MOBILE DIMMABLE LIGHTING
ALDEBARAN® X1 & X2
Light modes (high/low)
Homogeneous, white work light
Dimming function
Protection class III
230 V charger

•	 230 V charger

•	 Ergonomic carrying handle
•	 Wall bracket (SET)
•	 Car charger 12 to 24 volts
•	 Magnet holder

Product features

++
--

 IP54

Optional   

Included  
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Item no.: 1440800062 (X1 POLICE)
Item no.: 1440800060 (X1 TRAFFIC)
Item no.: 1440800064 (X1 RESCUE)

MOBILE DIMMABLE LIGHTING
WITH FLASHING FUNCTION
ALDEBARAN® X1 POLICE, Flashing mode blue
ALDEBARAN® X1 TRAFFIC, Flashing mode amber
ALDEBARAN® X1 RESCUE, Flashing mode red
Light modes (high/low/flash) 
Homogeneous, white work light 
Coloured flashing light
Dimming function
Protection class III
230 V charger

Photometric data X1 SIGNAL 
POLICE

X1 SIGNAL 
TRAFFIC

X1 SIGNAL 
RESCUE

Illuminant DUAL LED-Array Technology
Luminous flux, white 100 % 
(REAL Lumen)* 

1 100 lm 

Luminous flux, coloured 100 % Blue: 463 nm Amber: 594 nm Red: 626 nm

Colour temperature 5 000 K
CRI > 70
General data
Operating time High: 3 h

Low: 19 h
Flash: 8 h

Battery Li-ion, 33 Wh
Charging time (2 A charger) 2 h
Ambient temperature -30 to +40 °C
Dimensions (L x W x H) 267 x 120 x 145 mm

Various alignment options - In certain areas, sufficient bright 
light is essential. Thanks to their compact dimensions, the cordless 
LED lights of the ALDEBARAN® 4000A X SERIES/4000A X1 SIGNAL 
SERIES can easily be aligned horizontally, vertically or suspended.

ALDEBARAN®
4000A X1 SIGNAL 

WITH DIMMING FUNCTION
& FLASHING FUNCTION

A
LD

EBA
RA

N
4000A

X2

horizontal

4

ALDEBARAN 4000A X2

vertical

ALDEBARAN 4000A X2

suspended

TRAFFIC

POLICE

RESCUE

•	 230 V charger

•	 Ergonomic carrying handle
•	 Wall bracket (SET)
•	 Car charger 12 to 24 volts
•	 Magnet holder

APPLIES TO ALL VERSIONS: dimming: 0-100% via potentiometer with on/off switch/Scope of delivery: 230 V charger

1.05

++
--

 IP54

Optional   

Included  
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ADVANTAGES
//   Fully focusable 3-stage optics
//   Various possible uses
//   Integrated diffuser in the lamp head
//   Robust and almost maintenance-free
//   Protection against overcharging
//   Light quantity is adjustable from 8% to 100% adjustable

|     PORTABLE WORK LIGHTING CAN BE USED AS HANDLIGHT AND 
     TRIPOD LUMINAIRE

This high-performance luminaire represents the latest in mobile LED technology. It is robust, almost 
maintenance-free and easy to use.

The head of the luminaire consists of 30 highly efficient LEDs, which provide the user with a brilliantly bright light and are 
ideal for illuminating workplaces. The SETO POWER LED is characterized by an impact-resistant polymer housing and the 
steel parts processed inside, which in this combination guarantee a high level of safety for the entire device.

SETO
POWER LED
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Item no.: 73__100002 
Item no.: 73__100001-R
(Remote control, 12/24 V car charger, 230 V power supply)
Item no.: 73__100006 
(12/24 V car charger, 230 V power supply)

LED high-performance luminaire 
with lead-gel battery
30 powerful 3 W LEDs
Light modes (high/mid/low/flash/SOS)
Rechargeable
Diffusing lens

2 application modes: 
Hand lamp mode + tripod mode

Electrical data
Input voltage 230 V AC/12 V
Power consumption 43 W
Photometric data
Illuminant 30 x High Power LED
Luminous flux 
(REAL Lumen)* 

High: 4 000 lm, 8 h
Low:   1 000 lm, 33 h
Flash: 110 h

Colour temperature 6 500 K
General data
Illuminance
Without diffusor
With diffusor

1 m: 73  430 lx, 3 m: 2  525 lx
1 m:    1600 lx, 3 m:    246 lx

Charging time 
(with 22 Ah Akku)

9 h, charger 2.7 A

Dimensions (L x W x H) 390 x 195 x 255 mm

QUICKLOCK
EXTENSIONS

Through the 4 Quicklock 
extensions, the lamp head 
can be heightened from 820 
mm to 1800 mm. The rods 
make a simple and stable 
system possible, which can be 
extended quickly.

MULTI-FOCUS-SYSTEM 

The luminaire has a 
swiveling multi-focus
system that offers both a 
tightly focused light beam 
and a wider floodlight.

OPTIONAL ACCESSORIES

Transport bag for ideal 
storage and transport.

Dimensions: 
400 x 250 x 320 mm
Weight: 1.20 kg  

EASY TO USE

All controlling elements 
unified at the backside 
of the lamp head make 
easy and fast switching of 
each function possible.

Integrated diffusor Optional: Transport bagIncluding Quicklock rods for 
height adjustment

Easy use of the luminaires

POWER LED

The SETO POWER LED
is also with Li-Ion
battery available

Optional: 1 x Quicklock rod, remote control (only for the remote version, item no.: 73__100001-R), transport bag

Product features

++
--

 IP54 11,8
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ADVANTAGES
//   Milky windscreen made of highly durable plastic avoids glare
//   Built-in magnets for secure attachment to different metal surfaces
//   Robust design, high protection and lightweight plastic housing
//   With integrated carrying handle

|    CRAFTSMAN ST-200 RC . THE BATTERY-POWERED LED LIGHT
     CONVINCES IN MOBILE USE DUE TO ITS VERSATILITY

The robust design, high degree of protection and low weight make the SETO CRAFTSMAN ST-200 RC the 
predestined partner, even if things get a little harder.

In combination with the high-performance LED chip, a permanently integrated lithium-ion battery ensures strong light 
output with a long burn time, completely without power supply. Thanks to the carrying handle, it is always easy to handle 
and securely attached to various metal surfaces with the magnets on the rear. The luminaire is completed by a windscreen 
made of high-strength milk glass plastic, which prevents glare and ensures homogeneous illumination. 
Thus, the SETO CRAFTSMAN ST-200 RC offers the best visibility and safety through good light in every situation.

SETO 
CRAFTSMAN 
ST-200 RC
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Electrical data
Input voltage 3.7 V DC
Power consumption 20 W
Photometric data
Illuminant LED technology
Luminous flux 2 000 lm
Luminous flux (REAL Lumen)* 1100 lm (mains operation)
Colour temperature 6 500 K
General data
Batteries Li-Ion 3.7 V, 8800 mAh
Charging time 5 h
Dimensions (L x W x H) 146 x 128 x 326 mmItem no.: 1424000301

CRAFTSMAN
ST-200 RC

USB-C port for chargingClear Capacity display User-friendly One-hand operation Integrated magnetic strips
for attachment to magnetic
surfaces

    

Interchangeable
Carrying handle

Dimmable white light 
500 to1500 lumens

Robust and lightweight
Plastic housing

High protection against 
water and dust with IP66

5-stage 
LED capacity display

Battery powered  
LED luminaire with carrying
Brightness levels 
Built-in magnetic holders
Capacity display
Impact resistance IK09
Protection class III
12-24 V car charger connector
230 V USB charger
USB-C charging cable

1.1

++
--

 IP66
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|    A LIGHTING TECHNOLOGY PRODUCT THAT FITS ALWAYS AND EVERYWHERE

The SETO WAREHOUSE is a durable LED luminaire for particularly rough applications. Wherever wet, cold, dust or 
oils are used, the SETO WAREHOUSE is the right lighting product.

This luminaire is characterised by a robust aluminium housing, a UV-stabilised polycarbonate disc and impact-resistant plastic 
end caps. The luminaire has quick-release end caps for easy installation. The SETO WAREHOUSE is waterproof and easy to clean.  
The light is unbeatable in its versatility, robustness and in its price-performance ratio.

With 3-core through wiring and 
with a cross section of 2.5 mm² 
it is possible to switch up to 33 
luminaires one after the other.

Power supply

Multiple mounting

SETO 
WAREHOUSE
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You fix two clamps 
(stainless steel) and click on 
the lamp. The clamps can also 
be secured by a screw.

Item no.: 1424000251

Electrical data
Input voltage 200- 240  V AC 
Power consumption 40 W
Photometric data
Illuminant LED technology
Luminous flux
(REAL Lumen)* 

5 600  lm

Colour temperature 5 000 K
CRI > 80
Beam angle 120 °
General data
Ambient temperature -15 to +50 °C
Dimensions (L x W x H) 1225 x 84 x 63 mm

IP65 Lamp for rough use
Robust aluminium housing
UV-stabilized polycarbonate disc 
Impact resistant plastic caps
For single and multiple mounting
3-wire through wiring
Protection class I, impact resistant IK10
Water- and dust seal
Including two retaining clips

Item no.: 1424000261

Electrical data
Input voltage 200-240  V AC 
Power consumption 60 W
Photometric data
Illuminant LED technology
Luminous flux
(REAL Lumen)* 

8 400 lm

Colour temperature 5 000 K
CRI > 80
Beam angle 120 °
General data
Ambient temperature -15 to +50 °C
Dimensions (L x W x H) 1500 x 84 x 63 mm

IP65 Lamp for rough use
Robust aluminium housing
UV-stabilized polycarbonate disc 
Impact resistant plastic caps
For single and multiple mounting
3-wire through wiring
Protection class I, impact resistant IK10
Water- and dust seal 
Including two retaining clips

Thanks to the integrated Fast + Connect socket you can insert the cable and close it with the
clamping lock

WAREHOUSE
40W

WAREHOUSE
60W

With dimming function
With an output of up to 100 watts 
With emergency lighting function

Easy installation with the Quick 
installation system (included) DRAWN

CHECKED
ENG APPR
MGR APPR

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS

ANGLES ±X.X°
2 PL ±X.XX 3 PL ±X.XXX

NAME
svma

DATE
10/22/20 Solid Edge

TITLE

SIZE
A2

DWG NO REV

FILE NAME: Seto Warehouse_asm.dft

SCALE: WEIGHT: SHEET 1 OF 1

REVISION HISTORY

REV DESCRIPTION DATE APPROVED

Further variants

2.2 IP65

2.7 IP65
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ADVANTAGES
//   Integrated stepless dimming function
//   Two light colours, continuously mixable from warm white over 
       normal white, up to cool white
//   Controllable via remote control system
//   Adaptable to the biological rhythm of humans

|    SMART LED TECHNOLOGY WITH REMOTE CONTROL SYSTEM

Smart LED technology with remote control system – Our well-being, whether we are active or relaxed, depends 
on our biorhythm, which is controlled by different hormones in the body. Among other things, two hormones, 
cortisol and melatonin, play a special role here.

About ten years ago, studies conducted by the University of Eppendorf on behalf of Philips and Osram showed that different 
colour temperatures influence the release of cortisol and melatonin. Blue receptors in the human eye transmit the required 
stimuli to the brain. Since our biorhythm is essentially oriented to the sun, we are awake in the morning and during the day 
with a higher proportion of blue light and can relax in the evening at sunset with an increased proportion of red in the light. 
The human being is the most important factor for you? Then the used light should also correspond to its biological rhythm.

ww  | warm white

nw  | neutral white

cw  | cool white

ALDEBARAN® 
DUO COLOR
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Item no.: 1417182903

Tent lighting with remote control system
2 light colours-continuously mixable, 6000 K to 3000 K,
aluminium housing, PMMA disc - milky, end caps made of polyphor
Connection cable: H07RN-F 3G1.5, 5 m, Schuko socket opposite: IP54
Including RF 2.4 GHz remote control

Electrical data
Input voltage 100-240 V AC
Power consumption 55 W
Photometric data
Illuminant LED strip technology
Luminous flux (REAL Lumen)* 3900 lm 
Colour temperature 3000 to 6 000 K
CRI > 84
General data
Ambient temperature -32 to +49 °C
Dimensions (L x W x H) 565 x 160 x 105 mm
Remote control 2.4 GHz

THE ADC-SYSTEM 

is designed for tents of up to approx. 80 m². The system is limited only by the range of the remote control of maximum 20 meters 
radius of action. Thus, ADC works without problems in tent and room systems of medium size. The ALDEBARAN® DUO COLOR is 
infinitely adjustable in terms of light colour and intensity. From the computer workstation to the feel-good oasis with ADC, you always 
have the right light. Our smart LED technology is not only highly efficient, but also the light quality and intensity leave 
nothing to be desired. 

The ALDEBARAN® DUO COLOR – ADC for short – allows you to adjust the correct colour temperature according to your 
requirements profile with a wipe. ADC works in the range of 3000 to 6000 K and can be steplessly regulated between 
cold and warm white via the remote control.

    

Resting phase

|  re laxed  |

Recovery phase

|  neutral  |

Concentration phase

 |  produc t ive  |

COOL PROMOTES CORTISOL

WARM PROMOTES MELATONIN Remote control for setting
of cold, warm, or neutral white. 
The range is approx. 20 meters.
Continuous dimming over
Remote control controllable.

DUO COLOR

+

3,5 IP54
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Daylight determines the factors of biologically effective lighting:

•	 Illumination

•	 Flatness (uniformity)

•	 Direction of light

•	 Colour temperature

•	 Dynamics of light in the course of the day and the seasons

 

Lighting with non-visual effects

Cannot exactly copy natural daylight either technically or for energy reasons, but can provide important impulses. Studies 
show, for example, that illuminance levels of between 500 and 1500 lux can be biologically effective at the workplace. 
Melanopically effective lighting can be switched on or - depending on the amount of daylight - automatically and continuously 
adjusted. The use of daylight increases the quality of lighting, enhances well-being and optimises energy use. To reach the 
particularly light to reach the particularly sensitive photoreceptors in the lower areas of the retina, it must - similar to 
daylight - reach the eye over a large area from the upper half of the retina. Colour temperature continues to play a crucial role: 
during the day, it should resemble natural light with high blue components. 

Light is essential for man. However, sufficient daylight is not always available. 
Melanopically effective illumination helps to synchronize the organism with its environment.
The modern man in the developed industrial societies lives mainly in indoor spaces with artificial lighting and is increasingly 
distancing himself from his natural rhythms. Many work in shifts or in windowless buildings. The brightness and dynamism of 
daylight thus lose importance as well as the darkness of the night. While outdoor lighting levels still reach several thousand 
lux even on a cloudy day, the level of artificial illumination at the workplace is significantly lower than in natural daylight.

This has consequences: Too little light during the day can cause the inner clock of the person to shift or the sleep and 
waking phases of the person to be less pronounced. Both have a negative effect on the chronobiological rhythm and may 
affect health. The brightness of daylight depends heavily on the geographical location, weather, time of year and time of day. 
In Central Europe, most rooms could be illuminated by natural light from around 8 a. m. to 5 p. m. , but in most cases the 
daylight coming through the windows is not sufficient at the depth of the room.

Reference: “licht.wissen19“, licht.de, 19/2014, page19-20SE
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5600 K

| cold white |

Use your space e.g. for tasks with 
a laptop or for work where full 
concentration is required, our 
body‘s own hormone cortisol is 
needed. 
From 5600 K, cool white colour 
temperature of the light cortisol is 
100% available in our body, as on an 
early morning.

4500 K 

| neutral white |

Breaks are periods of relaxation 
during which one strengthens 
oneself during a short rest period 
for the next challenges. 
Mix the colour temperature to approx. 
4500 K, neutral white, then the 
cortisol is buried in the body around 
50% melatonin, which promotes 
recovery.

 3500 K 

 | warm white |

After you have done your job, you 
should relax. 
Lower the colour temperature to 
3500 K, warm white and the 
release of cortisol is stopped. 
Pure relaxation is a must, like a sunset.

 Resting phase

When using artificial lighting with non-visual effects, the following applies:

The right light at the right time. 
Because the melanopic effect is particularly strong after darkness has passed, especially in the morning.

In addition to daytime synchronisation with long-term effect, melanopically effective light can also be used for activation: 
in this case, for example, illuminance and colour temperature are raised for a short time at midday or in the early afternoon. In the evening, 
activation is not desired; warm light colours and reduced illuminance levels put the body in the mood for a good night‘s rest.

Reference: “licht.wissen19“, licht.de, 19/2014, page19-20 SE
TO
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TE
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ADVANTAGES
//   Various mounting options
//   Low weight 
//   Reduced height

|    WORK LIGHT WITH HIGH EFFICIENCY

The luminaires of the ALDEBARAN® SMARTLINE RP LED SERIES serve as a smart replacement for lamps with 
compact fluorescent technology and impress with their flexibility and efficiency.

The simple, timeless design combines a modular basic design with the advantages of modern and energy-saving LED 
technology. Versatile possibilities for fastening and suspension maximize the application potential of the SMARTLINE 
luminaires. A low dead weight and the reduced overall height also provide unbeatable advantages on the logistics side.

ALDEBARAN 
SMARTLINE RP 
LED SERIES
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Scratch and 
impact resistant

BASIC 
PMMA front panel-clear
At least 4 m height of
suspension

COMFORT 
PMMA front panel-milky
Up to 4 m height

High energy efficiency through 
LED aluminium core

Robust, 
impact-resistant housing 

Optional: Nylon fastening strapsSchuko socket with IP54Easy and fast to mount on ceilings

A wide range of possibilities
to fastening

Optional: Nylon fastening straps

Comparison BASIC vs. COMPACT
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LED BASIC
Front screen: PMMA, clear
Plug/Socket opposite: Schuko IP44/IP54

LED BASIC EM WITH EMERGENCY FUNCTION
Front screen: PMMA, clear
Plug/Socket opposite: Schuko P44/IP54

LED COMFORT: 
Front screen: PMMA, milky
Plug/Socket opposite: Schuko IP44/IP54

LED COMFORT EM WITH EMERGENCY FUNCTION
Front screen: PMMA, milky
Plug/Socket opposite:  Schuko IP44/IP54

Item no.: 1417142103 (COMFORT, 3.25 kg)
Item no.: 1417242303 (COMFORT EM, 3.60 kg)

Item no.: 1417440101 (COMFORT, 2.8 kg)
Item no.: 1417443101 (COMFORT EM, 3.0 kg)

Electrical data BASIC BASIC  EM
Input voltage 100-240 V AC 220-240 V AC
Power consumption 60 W 46 W
Photometric data
Illuminant LED strip technology
Luminous flux (REAL Lumen)* 
Luminous flux,
emergency light operation

6 500 lm
-

6 100 lm
   900 lm

Colour temperature 4 000 K
CRI > 80
General data
Ambient temperature -25 to +50 °C -10 to +40 °C
Dimensions (L x W x H) 610  x 160 x 105 mm 610  x 160 x 105 mm

Electrical data COMFORT COMFORT  EM

Input voltage 220-240 V AC
Power consumption 34 W 36 W
Photometric data
Illuminant LED strip technology
Luminous flux (REAL Lumen)* 
Luminous flux, 
emergency light function

3 900 lm
-

3 900 lm
   540 lm

Colour temperature 4 000 K
CRI >80
General data
Ambient temperature -25 to +50 °C -10 to +40 °C
Dimensions (L x W x H)  485 x 160 x 105 mm

Electrical data COMFORT COMFORT  EM
Input voltage 100-240 V AC 220-240 V AC
Power consumption 60 W 46 W
Photometric data
Illuminant LED  strip technology
Luminous flux (REAL Lumen)*
Luminous flux,
emergency light function

5 400 lm
-

5 100 lm
   500 lm

Colour temperature 4 000 K
CRI >80
General data
Ambient temperature -25 to +50 °C -10 to +40 °C
Dimensions (L x W x H) 610  x 160 x 105 mm 610  x 160 x 105 mm

LED COMFORT: 
Front screen: PMMA, milky
Plug/Socket opposite: Schuko IP44/IP54

LED COMFORT EM WITH EMERGENCY FUNCTION
Front screen: PMMA, milky
Plug/Socket opposite: Schuko IP44/IP54

RP110 LED BASIC
RP110 LED BASIC EM

RP110 LED COMFORT
RP110 LED COMFORT EM

RP72 LED COMFORT

 IP54
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Item no.: 1417141103 (BASIC, 3.27 kg)
Item no.: 1417241303 (BASIC EM, 3.60 kg)

 IP54

 IP54
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10-35 V DC
 Item no.: 1416952120

10-35 V DC
 Item no.: 1416952121

24 V DC + - 15%
Item no.: 1416952123
     

 

24 V AC +15 -10%
Item no.: 1416952130

42  V AC + -15%
Item no.: 1416952140

 		

Power supply:   H07RN-F 2 x 1.5 mm2, 5m   
Plug:                      Norm plug 12 A for
                                  socket according to DIN EN 
                                  ISO 4165
Socket:                -

Power supply:   H07RN-F 2 x 1 mm2, 5m 
Plug:                      Universal plug
Socket:                -

Power supply:   H07RN-F 2 x 1.5 mm2, 5m 
Plug:                      CEE 16A/24V DC 10h 2-pol.
Socket:                  CEE 16A/24V DC 10h 2-pol. 
                                  opposite

Power supply:   H07RN-F 2 x 1.5 mm2, 5m  
Plug:                      CEE 16A/24V AC 2-pol.
Socket:                  CEE 16A/24V AC 2-pol. 
                                  opposite

Power supply:   H07RN-F 2 x 1.5 mm2, 5m  
Plug:                      CEE 16A/42V AC 12h 2-pol.
Socket:                  CEE 16A/42V AC 12h 2-pol.                               	                           
                                  opposite

RP72 . 12-24 V model overview

1.85

2.1

2.1

2.1

MODEL OVERVIEW
12-24 V DC, 24 V DC, 24 V AC, 42 V AC
Front screen: PMMA, Various with different 
plugs/connectors
Supply line: H07RN-F, 5 m 

RP72 LED 12-42V

12-42 V
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Electrical Data
Power consumption 40 W
Photometric data
Illuminant LED Strip technology
Luminous flux (REAL Lumen)* 2 950 lm
Colour temperature 5 000 K
General data
Ambient temperature -25 to +40 °C
Dimensions (L x W x H) 385 x 160  x 105 mm

 IP54
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ADVANTAGES
//   Excellent, glare-free lighting performance 
//   Compact replacement for hall downlights
//   Suitable for outdoor and indoor use
//   Robust and insensitive aluminium housing
//   Maintenance-free, no need to change lamps
//   Integrated dimming function

|    LINEAR LUMINAIRE WITH HIGH EFFICIENCY

With the ALDEBARAN® HI-LINE LED SERIES you have found the optimal solution for lighting your halls. Large 
halls, multi-storey car parks and warehouses need plenty of light at all times of the day and night to ensure 
optimal visibility. 

With the ALDEBARAN® HI-LINE LED SERIES, this requirement can be implemented optimally and highly efficiently at a 
ceiling height of up to eight meters. The basic concept is smart and simple: As much light as possible, as little light 
as necessary. Simple-elegant housing design and the proven SETO quality complete this approach. Thanks to its specially 
calculated beam characteristics, the ALDEBARAN® HI-LINE LED SERIES achieves a better usable light distribution than 
conventional, round deep emitters in efficient space use.

ALDEBARAN®
HI-LINE 
LED SERIES 
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Included, for mounting: Robust 
steel cable and suspension hook 
for strain relief of the cable 

Stable and reliable external 
driver

Dense end caps 
with Silicone seal

Milky PC disk with high 
transparency

Dense housing cover
with silicone seal

Special thermal offers an excellent heat 
transfer from the aluminium LED board to the 
housing and enables stable operation in a wide 
temperature range

The external driver is mounted on 
spacers, to prevent unnecessary heat 
transfer and ensure long life

The solid aluminium body 
offers excellent cooling 
properties and ensures 
long  life time

The large and unbreakable 
polycarbonate front screen 
ensures a perfect light 
distribution and is impact-
resistant according to IK10

Mounting set for 
suspension

Available in various sizes

80 W 120 W 200 W150 W
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Item no.: 1410000830 (150 W, 5.4 kg) 
Item no.: 1410000831 (200 W, 6.8 kg)

Electrical data HI-LINE 150 W HI-LINE 200 W
Input voltage 100-240  V AC
Power consumption 150 W 200 W 
Photometric data
Illuminant SMD LED 2835
Dimming 1-10  V
Luminous flux (REAL Lumen)* 20  700 lm 27 800 lm
Colour temperature 5 000 K
CRI >80 
General data
Ambient temperature -30 to +50 °C
Dimensions (L x W x H) 1205 x 135 x 110 mm 1505 x 135 x 110 mm

Optimal for hall/tent lighting with IP65
Impact-resistant plastic cover according to IK10
Aluminium housing, homogeneous light distribution 
thanks to polycarbonate disc 

DRIVER

The driver is mounted on 
two spacers that thermally 
separate it from the housing.

Advantage: 
Longer service life

END CAP WITH 
SILICONE GASKET

The housing cover encloses 
the  aluminium housing with 
a form-fit and effectively 
prevents the ingress of dust 
and water.

Advantage: Waterproof 
thanks to high protection class

ALUMINIUM CASING

The housing of the HI-LINE 
LED is made of special 
aluminium.

Advantage: Extremely 
robust material

POLYCARBONATE
FRONT SCREEN

The front window of a 
luminaire is often its weak 
point - but not with the
HI-LINE LED, where it is 
made of special polycarbonate.

Advantage: Impact resistant,
homogeneous light, tightness 
according IP65

HI-LINE
LED 150 W/200 W

Product features

SE
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Electrical data HI-LINE 80 W HI-LINE 120 W
Input voltage 100-240  V AC
Power consumption 80 W 120 W 
Photometric data
Illuminant SMD LED 2835
Dimming 1-10  V
Luminous flux (REAL Lumen)* 11 000 lm 16  600 lm
Colour temperature 6 000 K 5 000 K
CRI >80 
General data
Ambient temperature -30 to +50 °C
Dimensions (L x W x H) 605 x 135 x 122 mm 905 x 135 x 110 mm

Item no.: 1410000887 (80 W, 2.8 kg)
Item no.: 1410000829 (120 W, 4.3 kg)

Optimal for hall/tent lighting with IP65
Impact-resistant plastic cover according to IK10
Aluminium housing, homogeneous light distribution 
thanks to polycarbonate disc

HI-LINE
LED 80 W/120 W

 IK10 IP65

 IK10 IP65
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|    THE ALDEBARAN® 5000 TUBE LED LIGHTS WHERE OTHERS 
     ARE NOT EVEN ALLOWED TO GO

This lamp has been designed for applications where safe operation in adverse environments is essential.

For example, it is suitable for use in decontamination tents or wet rooms, but also for any other case where high resistance 
is required. The consistent use of enormously resilient components made of high-performance plastics enables it to provide 
lasting, safe light even under the most difficult conditions.

ADVANTAGES
//   Protected against water jets, IP65
//   Suitable for decontamination tents
//   Extremely robust construction
//   Very easy to clean
//   Large rubber end caps protect against impact

ALDEBARAN® 
5000 TUBE  
LED 



SE
TO

LI
TE

10
9 

IP
65

Mobile tube illumination, ideal for rough applications 
Thanks to integrated socket interlinking is possible
Polycarbonate housing tube, clear 60/3 mm

Supply line: H07BQ-F 3G1.5 mm², 5 m
Plug/Socket Schuko opposite: 16 A/230 V/IP68
Protection class: II

Item no.: 1450800127

Electrical data
Input voltage 230  V AC 
Power consumption 22 W
Photometric data
Illuminant Tube LED 22 W
Luminous flux (REAL Lumen)* 1840 lm
Colour temperature 4 000 to 4500 K
CRI > 80
General data
Ambient temperatur -30 to +40 °C
Dimensions (Ø x L) 120 x 800 mm

    

PUR CABLE
(depending on model)

The PUR cable resists the 
highest loads such as cuts, 
friction and acids. It is 
therefore predestined for 
use in harsh environments.

RELIABLE LIGHT 

The efficient and durable 
LED technology in 
combination with the 
resilient housing parts 
guarantee a long product 
life.

IMPACT-RESISTANT 
END CAPS 

The end caps made of 
extremely impact-resistant 
plastic rubber serve as 
protection against strong 
impacts and thus contribute 
to the enormous robustness 
of the 5000 TUBE LED.

IP68 SOCKET
(depending on model)

The special IP68 socket 
allows the waterproof 
connection of the 
luminaire, as well as 
another device on the 
luminaire itself.

Impact-resistant end capsIntegrated socket IP68 Robust PUR CABLE Rubber shock protection on 
both sides

5000 TUBE
LED

Product features

 IP65 1.4 IP65
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ADVANTAGES
//   High degree of protection IP67
//   Protection class II
//   Universally applicable
//   Optional available with colour change or avaiable with dimming function
//   Robust construction function

ALDEBARAN®
TUBELIGHT 
LED SERIES 

|    THE TUBELIGHT WITH IP67 AND PROTECTION CLASS II

The TUBELIGHT LED SERIES meets the new, high demands on tubular luminaires. With low power consumption, this tubular 
luminaire offers an impressive light output thanks to the use of state-of-the-art LEDs, which is comparable to modern LED tent 
luminaires despite the complex encapsulation. With its protection class II and high density, it also meets increased 
safety requirements, such as those of mobile wet and decontamination cells. A particular advantage is its robust 
construction, because thanks to the reinforced PC tube with rubberized end buffers, the TUBELIGHT LED SERIES can easily 
absorb shocks and falls. Their design enables a quick assembly, e.g. with belts or clamps. The TUBELIGHT LED SERIES can 
also be configured according to customer requirements, for example with a colour change and/or dimming function.
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Mobile tube luminaire with high
degree of protection and protection class II
Polycarbonate-tube 60/3 mm
Thanks to integrated wiring a link is possible

Item no.: 1450500101 

Electrical data
Input voltage 220-240  V AC 
Power consumption 20 W
Photometric data
Illuminant LED technology
Luminous flux (REAL Lumen)* 2  050 lm
Colour temperature 4 000 K 
CRI > 80
General data
Ambient temperature -35 to +50 °C
Dimensions (Ø x L) 90 x 560 mm

TUBELIGHT
5020 LED

Mobile tube luminaire with high
degree of protection and protection class II
Polycarbonate-tube 60/3 mm
Thanks to integrated wiring a link is possible

Item no.: 1450500201

TUBELIGHT
5040 LED Electrical data

Input voltage 220-240  V AC 
Power consumption 35 W
Photometric data
Illuminant LED technology
Luminous flux (REAL Lumen)* 3 950 lm
Colour temperature 4 000 K 
CRI > 80
General data
Ambient temperature -35 to +50 °C
Dimensions (Ø x L) 90 x 945 mm

End caps with rubber sleeves to 
absorb shocks

Optional: integrated dimming 
function  

Optional in multicoloured 
variations possible, e.g.
switchable to white/red or 
white/green. Also with 
integrated dimming function 
available.

Optional: multicoloured, example: white/red

Optional: Fastening clip, fastening straps

1.3 IP67

2.0 IP67
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SETO 
HEADLIGHT 
RAILWAY

ADVANTAGES
//   Focusable lens with rotating ring, spot and floodlight
//   Four different light modes
//   Three-way adjustable lamp head
//   Replacement battery system (Li-Ion battery or batteries)
//   Extensive accessories included in the scope of delivery for flexible use

|    PERMANENTLY RELIABLE LIGHT TOOL,
     ESPECIALLY FOR USE IN RAIL TRANSPORT

The SETO HEADLIGHT RAILWAY is the ideal partner for use in rail service, on trains and in track construction. 
The lightweight and compact housing with a permanently integrated and adjustable headband can be safely 
adapted directly on the head or on helmets.

The strong main LED can be focussed with one hand by means of a rotary ring and can thus either emit a wide beam of light 
for the near range or a narrow-focused beam for longer distances. Thanks to a three-stage brightness control, the runtime 
can also be extended to up to 10 hours. A switch to red light enables clear signalling during shunting operation.
The SETO HEADLIGHT RAILWAY is particularly flexible because batteries can be used and charged alternately or batteries 
can be used. This ensures long-term safe operation in practically any environment.
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Photometric data
Illuminant CREE XPG 3
Luminous flux, white High: 300 lm

Mid:   162 lm
Low:    59 lm
Signal light, red: 51 lm

Colour temperature 6 500 K

General data
Rechargeable Battery 
Battery

Li-PO 1 000 mAh (USB)
3 x AAA alcaline

Charging time 3 h
Ambient temperature -25 to +55 °C
Dimensions (L x W x D) 64 x 47 x 37 mmItem no.: 1424000205

Focusable head and 
helmet luminaire with signal light 
4 light modes (high/mid/low/signal light)
Swiveling lamp head
Replaceable battery system
Micro-USB-C charging port
Head band
USB-C charging cable
Fresnel disc
Two rechargeable battery packs

Red signal light Integrated capacity display Fresnel disc included in deliverySafe fixture thanks to integrated 
head band

HEADLIGHT 
RAILWAY

Signal light

Focusable ring

Switch for 
signaling

ON/OFF Switch 

Capacity display
25/50/75/100%

Head band

Spotlight Floodlight

Main light front: White 
high/low 

Signal light: Red
Capacity display: Blue

++
--

 IP54 0.18
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|    HEADLAMP WITH HYBRID SOLUTION  
     BATTERIES OR RECHARGEABLE BATTERY IN ONE LIGHT

The innovative SETO HEADLIGHT HYBRID headlamp offers the wearer exceptional versatility and 
comfort. Depending on requirements, you can choose between cool, warm white and red light.  
Whether at work, on the construction site, during outdoor activities or in an emergency - this headlamp adapts 
perfectly to any situation.

The warm white main light is particularly suitable for a clear view and high brightness in dark surroundings. This is also ensured 
by the three selectable brightness levels. The cool white light, which ensures good visibility even in fog or dust and can be 
switched to flood or spotlight at the touch of a button, provides pleasant lighting that is easy on the eyes. The integrated red 
light is ideal for maintaining night vision and as an SOS signal in an emergency. This means that the perfect lighting can be 
found for every situation. In addition to the numerous light mode options, the SETO HEADLIGHT HYBRID is equipped with 
a dual power supply. This means you can choose between operation with conventional batteries or the rechargeable battery 
included in the scope of delivery. The adjustable headband ensures a secure and comfortable fit, regardless of whether the 
headlamp is worn for hours on end or only used briefly. It adapts to any head shape and offers optimal wearing comfort.  
The SETO HEADLIGHT HYBRID can also be tilted forward in three stages.

ADVANTAGES
//   Various light modes: red signalling light, SOS, main light, secondary light  
//   Choice of different brightness levels 
//   Dual power supply, batteries or rechargeable battery 
//   Adjustable tilt angle in three stages 
//   Adjustable headband for maximum comfort 
//   Easy recharging of the batteries thanks to integrated USB-C charging cable

SETO 
HEADLIGHT 
HYBRID
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The headlamp can be operated 
with rechargeable battery or 
batteries as required.

Electrical data
Input voltage Type-C, 5 V, 1 A
Power consumption 3 W, cool white
Photometric data
Illuminant 4 x CREE XPG, cool white

1 x CREE XPG, warm white 
Luminous flux,
warm white

Luminous flux,
cool white

High:             650 lm
Mid:               320 lm
Low:              150 lm 
Spotlight:   250 lm 
Floodlight: 120 lm

General data
Rechargeable battery 
Battery

1 x LiPO 3.7V, 1000 mAh
3 x AAA alcaline

Charging time 2 h
Ambient temperature -20 to +50 °C
Dimensions (L x W x T) 64 x 44 x 38 mmItem no.: 1424000207

Hybrid headlamp with  
signalling light and SOS 
5 light modes (high/mid/low/signal/SOS)
Signal light: continuous red light
SOS: red flashing light 
Dual interchangeable system  
Swivelling light head 
Micro USB-C charging connection
Capacity display 
Headband
USB-C charging cable

HEADLIGHT 
HYBRID

Signal light/SOS Dual interchangeable system, with rechargeable battery or batteries

Spotlight Floodlight

Main light front: cool white
Spotlight, floodlight

Signal light/SOS: red
Capacity display: red

Secondary light:  warm white
3-stage dimmable

Spot- and floodlight
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